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Performance

The terminals and splices in this catalog are
approved, per MIL-T-7928 and/or UL 486,
where indicated. Table 1 shows the perfor-
mance requirements for terminals used in
military and commercial equipment. The volt-
age drops listed are maximum allowable
values taken at currents well above rated cur-
rent for the wires. Tensile values assure that
the wires will not become separated from the
terminals under reasonably expected stress-
es. UL tensile values are chosen to reflect the
severest expected duty. MIL Specification ten-
sile values apply only to crimp terminations
and reflect minimum values that are obtained
in good crimp joints. Actual performance of
Burndy terminals exceeds the requirements
of Table 1. Typical values are shown in Figs.
1-5. For High Temperature application Burndy
YAV series with nickel plating "-NK" suffix pro-
vide for continuous operation to 650° F and
750° F intermittent service.

B-2

PERFORMANCE REQUIREMENTS - TERMINALS FOR COPPER WIRE
PER MIL-T-7928 PER UL 486

WIRE SIZE

TEST
CURRENT

(Amps)

MAX.
VOLTAGE

DROP
(Mv).

MIN.
TENSILE

STRENGTH
(Lbs.)

MIN.
TENSILE

STRENGTH
(Lbs.)

TEST
CURRENT
FOR MAX.
50˚C RISE

(Amps)

26 3 8 7 — —
24 4.5 8 10 — —
22 9 7 15 8 —
20 11 6 19 13 —
18 16 5 38 20 —
16 22 7 50 30 —
14 32 6 70 50 15
12 41 5 110 70 20
10 55 5 150 80 30

8 73 5 225 90 50
6 101 5 300 100 65
4 135 5 400 140 85
2 181 5 550 180 115
1 211 5 650 200 130
0 245 5 700 250 150

00 283 5 750 300 175
000 320 5 825 350 200

0000 380 5 875 450 230

Fig 1. Tensile strength of YAD
HYLUG after axial 
rotation stresses.

Fig 2. Tensile strength of BA 
VINYLUG after axial 
rotation stresses.
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Fig 3. Tensile strength of YAES
INSULUG after vibration.
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Fig 5. Voltage drops of YAES at
currents per Table 1 after
vibration.
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Fig 4. Temperature rise of BA
VINYLUG at currents 
per Table 1.
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EQUIVALENT TABLES

MILITARY SPECIFICATIONS

Terminals

BURNDY Equivalents to MS25036 in accor-
dance with Specification MIL-T-7928 (ASG)

Terminals

BURNDY Equivalents to MS20659 in accor-
dance with Specification MIL-T-7928 (ASG)

B-4
MS25036 CATALOG CLASS CLASS MS25036 CATALOG CLASS CLASS MS20659 CATALOG CLASS CLASS MS20659 CATALOG CLASS CLASS

DASH NO. NUMBER 1 2 DASH NO. NUMBER 1 2 DASH NO. NUMBER 1 2 DASH NO. NUMBER 1 2

101
YAES18-N1 X X 124 YAEV4C-L4 X 105 YAV10 X X 134 YAV1C-L3 X
YAE18-G43 X 125 YAEV4C-L2 X 106 YAV10-T2 X X 135 YAV25-L3 X

102
YAES18-N2 X X 126 YAEV2C-L1 X 107 YAV8C-L X 136 YAV26-L3 X
YAE18-N21 X 127 YAEV2C-L X 108 YAV8C-L2 X 137 YAV28-L54 X

103
YAES18-N3 X X 128 YAEV2C-L4 X 109 YAV6C-L X 140 YAV8C-L14 X
YAE18N X 129 YAEV1C-L1 X 110 YAV6C-L2 X 141 YAV8C-L1 X

104
YAES18-N4 X X 130 YAEV1C-L X 111 YAV4C-L X 142 YAV8C-L4 X
YAE18-N3 X 131 YAEV1C-L3 X 112 YAV4C-L2 X 143 YAV6C-L10 X

105
YAES18-N5 X X 132 YAEV25-L1 X 113 YAV2C-L1 X 144 YAV4C-L3 X
YAE18-N15 X 133 YAEV25-L X 114 YAV2C-L X 145 YAV4C-L5 X

106
YAES14-N6 X X 134 YAEV25-L3 X 115 YAV1C-L1 X 146 YAV2C-L3 X
YAE14-N43 X 135 YAEV26-L2 X 116 YAV1C-L1 X 147 YAV2C-L2 X

107
YAES14-N7 X X 136 YAEV26-L X 117 YAV25-L1 X 148 YAV2C-L11 X
YAE14-N43 X 137 YAEV26-L3 X 118 YAV25-L X 149 YAV1C-L2 X

108
YAES14-N8 X X 143 YAE22-G18 X 119 YAV26-L2 X 150 YAV1C-L4 X
YAE14N X 144 YAE22-G16 X 120 YAV26-L X 151 YAV25-L2 X

109
YAES14-N9 X X 145 YAE22-G13 X 121 YAV27-L X 152 YAV25-L16 X
YAE14-N3 X 146 YAE22-G14 X 122 YAV27-L1 X 153 YAV26-L1 X

110
YAES14-N10 X X 147 YAE22-G15 X 123 YAV28-L X 154 YAV26-L16 X
YAE14-N4 X

148
YAES18-N48 X X 124 YAV28-L12 X 155 YAV27-L20 X

111
YAES10-N11 X X YAE18-N17 X 128 YAV10-T4 X X 156 YAV27-L18 X
YAE10-N5 X

149
YAES18-N49 X X 129 YAV8C-L3 X 157 YAV28-L56 X

112
YAE10-N12 X X YAE18-N17 X 130 YAV6C-L1 X 158 YAV28-L60 X
YAE10N X

150
YAES18-N50 X X 131 YAV6C-L4 X 159 YAV28-L13 X

113
YAES10-N13 X X YAE18-N2 X 132 YAV4C-L4 X 160 YAV28-L14 X
YAE10-N2 X 152 YAES14-N52 X X 133 YAV2C-L4 X 165 YAV10-T7 X X

114
YAES10-N14 X X

153
YAES14-N53 X X

YAE10-N4 X YAE14-N1 X
115 YAEV8C-L X

154
YAES14-N54 X X

116 YAEV8C-L1 X YAE14-N2 X
117 YAEV8C-L2 X 155 YAES14-N54 X X
118 YAEV8C-L3 X

156
YAES10-N56 X X

119 YAEV6C-L1M X YAE10-N11 X
120 YAEV6C-LM X

157
YAES10-N57 X X

121 YAEV6C-L4M X YAE10-N3 X
122 YAEV6C-L2M X 158 YAES10-N58 X X
123 YAEV4C-L X
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TYPES T AND YAD

HYLUG™

UNINSULATED 
COMPRESSION TERMINAL,
RING TONGUE

The Type T uninsulated terminals are con-
structed of pure electrolytic copper. Designed
with a long brazed seam barrel, standard
neck, deep V groove inner serrations and
electro-tin plated. The terminals are ideal for
control wiring and other standard duty appli-
cations.

The ring tongue provides a secure termina-
tion under the screw head that cannot be
removed without the complete removal of the
screw. Two or more terminals can easily be
stacked on a common stud.

ELECTRO-TIN
PLATED

WIRE
CRIMP

RING
TONGUE

WIRE RANGE

DEEP “V” GROOVE
SERRATIONS

LONG BRAZED
SEAM BARREL

Features and Benefits

• Constructed of pure electrolytic copper.
◊ Provides maximum conductivity, low

resistance and ductility for excellent
crimp forming properties.

• Long brazed seam barrel and deep 
V groove inner serrations.
◊ Provides optimum conductivity reliability

and holding power after crimping.
• Electro-tin plated.

◊ Provides durable long-lasting 
corrosion resistance.

• Wire range is clearly marked on terminal.
◊ Provides easy identification.

• Inspection hole.
◊ Provides an easy visual check of 

wire insertion.
• Long neck terminal.

◊ Permits easy bending and stacking of
several terminals on a common stud.

*NOTE: UL Listed for 14-10 when installed with MR8G98 and Y8MRB-1 tools only. •  1000 pcs/reel.

CATALOG
NUMBER

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

GOLATAC
*REBMUN

NOITALLATSNI
GNILOOT

DETNUOMEPAT
.ONGOLATAC

leeR/0002
NOITALLATSNI

GNILOOT

ERIW
PIRTS
HTGNEL

20.+
C

L
.XAM

Y
.XAM

Z
.NIM

T18-4

81-22

4,3 52. 56. 35. 42. 4-81DAY
TEHCTAR-NON

,D01Y
22-01Y

:TEHCTAR
89G8RM
1-BRM8Y

02RM

YAD18-4M

MFT
HTIW

1D6MFD
EID

"23/9

T18-6 6-4 52. 56. 35. 42. 6-81DAY YAD18-6M

T18-8 8-6 13. 77. 16. 33. 8-81DAY YAD18-8M

T18-10 01-8 13. 77. 16. 33. 01-81DAY YAD18-10M

T18-14 4/1 54. 69. 37. 44. 41-81DAY YAD18-14M

T18-516 61/5 54. 69. 37. 44. 615-81DAY YAD18-516M

T18-38 8/3 35. 50.1 87. 94. 83-81DAY YAD18-38M

T14-4

41-02

4,3 52. 76. 55. 62. 4-41DAY
:TEHCTAR-NON

,D01Y
22-01Y

:TEHCTAR
89G8RM
1-BRM8Y

02RM

YAD14-4M

MFT
HTIW

1D5MFD
EID

"23/9

T14-6 6-4 52. 76. 55. 62. 6-41DAY YAD14-6M

T14-8 8-6 13. 77. 16. 33. 8-41DAY YAD14-8M

T14-10 01-8 13. 77. 16. 33. 01-41DAY YAD14-10M

T14-14 4/1 54. 69. 37. 44. 41-41DAY YAD14-14M

T14-516 61/5 54. 69. 37. 44. 615-41DAY YAD14-516M

T14-38 8/3 35. 50.1 87. 94. 83-41DAY YAD14-38M

T10-6

*01-21

6-4 73. 38. 46. 92. 6-01DAY :TEHCTAR-NON
,D01Y
22-01Y

:TEHCTAR
89G8RM
1-BRM8Y

02RM

•YAD10-6M

MFT
HTIW

1D4MFD
EID

"23/11

T10-8 8-6 73. 38. 46. 92. 8-01DAY •YAD10-8M

T10-10 01-8 73. 38. 46. 92. 01-01DAY •YAD10-10M

T10-14 4/1 64. 79. 47. 93. 41-01DAY •YAD10-14M

T10-516 61/5 35. 20.1 67. 14. 615-01DAY •YAD10-516M

T10-38 8/3 85. 80.1 97. 44. 83-01DAY •YAD10-38M
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RING TONGUE,
HOOK TONGUE AND
GROUNDING TERMINALS

Open barrel terminals provided in a variety of
styles and sizes. Ring tongue, hook tongue,
ground ring and  square tongue styles avail-
able. Insulation support provided where 
indicated.

CATALOG
NUMBER

WIRE RANGE
STUD SIZE AND

TYPE
INSULATION

GRIP DIAMTER
FINISH C Z Y L

UTM MACHINE
APPLICATOR

FIG.
NO.

21041-02

22-18

#4 RING N/A
TIN

.230 .160 .280 .430 61500-1-023 4

21031-02
#10 FORK .080-.120

.340 .312 .610 .750 CM04G2 5

21010-00 NATURAL .296 .230 .530 .680 GM04G2 6

21107-02

20-16
#10 RING

.090-.130

TIN

.280 .250 .450 .600 91500-1-017 621107-00 NATURAL

21176-02 #8 RING
TIN

21044-02

18-14
#10 GRND .110-.150

.445

.280 .580 .770 91500-1016 7
21044-70 ST. STEEL

.44021229-00 NATURAL

21229-02 TIN

21020-02 #10 RING .110-.170 TIN .296 .310 .610 .760 CM04 6

CONSULT FACTORY

FOR AVAILABILITY

Fig. 4 Fig. 5 Fig. 6 Fig. 7

TYPE 21- 
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TYPES TP AND BA

VINYLUG™

TERMINAL - 
POLYVINYLCHLORIDE 
INSULATED, RING TONGUE

600 VOLT MAX 105° C MAX.

VINYLUG Type TP is designed for commercial
and light duty industrial control & power circuit
applications. Supplied with an expanded
polyvinyl chloride (PVC) insulation shroud,
many tongue variations and rated 600V
makes TP terminals versatile and economical.

RING
TONGUE

WIRE SIZE
RANGE

TIN
PLATED

SMOOTH
ENTRY

EXPANDED SHROUD
INSULATION CRIMP

DEEP “V”
SERRATIONS

COLOR CODED
INSULATION

WIRE
CRIMP

GOLATAC
REBMUN

EGNARERIW DUTS
EZIS

SNOISNEMID KLUB
GOLATAC
REBMUN

NOITALATSNI
GNILOOT

DETNUOMEPAT
.ONGOLATAC

leeR/0002
NOITALLATSNI

GNILOOT

ERIW
PIRTS
HTGNELC L Y Z

4-61PT

61-22
.LUSNI.XAM

541.:.MOCCA.AID
:EDOCROLOC

DER

4-3 22. 17. 16. 71. 4E61AB

:EPYTREILP
D01Y,22-01Y

RO
TEHCTAR

LOOT
1-98-8RM
69G-8RM

51RM

M4E61AB

MFT
HTIW

1-3MFD
EID

"46/31

6-61PT 6-4 52. 47. 26. 81. 6E61AB M6E61AB

8-61PT 8-6 13. 58. 07. 62. 8E61AB M8E61AB

01-61PT 01-8 13. 58. 07. 62. 01E61AB M01E61AB

41-61PT 4/1,21 04. 99. 97. 63. 41E61AB M41E61AB

83-61PT 8/3 35. 51.1 88. 54. 83E61AB M83E61AB

4-41PT 41-61
.LUSNI.XAM

081.:.MOCCA.AID
:EDOCROLOC

EULB
61-22

.LUSNI.XAM
541.:.MOCCA.AID

:EDOCROLOC
DER

4-3 22. 17. 16. 71. 4E41AB M4E41AB

MFT
HTIW

1-2MFD
EID

"46/31

6-41PT 6-4 52. 47. 26. 81. 6E41AB M6E41AB

8-41PT 8-6 13. 58. 07. 62. 8E41AB M8E41AB

01-41PT 01-8 13. 58. 07. 62. 01E41AB M01E41AB

41-41PT 4/1,21 04. 99. 97. 63. 41E41AB M41E41AB

615-41PT 61/5 35. 51.1 88. 54. 615E41AB M615E41AB

83-41PT 8/3 35. 51.1 88. 54. 83E41AB M83E41AB

6-01PT
01-21

.LUSNI.XAM
062.:.MOCCA.AID

:EDOCROLOC
WOLLEY

6-4 13. 19. 57. 02. 6E01AB :EPYTREILP
D01Y,22-01Y

RO
:TEHCTAR
,1-98-8RM

51RM

M6E01AB*

MFT
HTIW

5D1MFD
EID

"46/91
8-01PT 8-6 63. 00.1 18. 62. 8E01AB M8E01AB*

01-01PT 01-8 63. 00.1 18. 62. 01E01AB M01E01AB*

41-01PT 4/1,21 35. 22.1 59. 04. 41E01AB M41E01AB*

83-01PT 8/3 35. 72.1 00.1 54. 83E01AB M83E01AB*

* 1000/Reel

Features and Benefits

• Expanded insulation support accepts 
standard and large wire diameters.
◊ Lowers inventory requirements, 

permits greater flexibility and provides
insulation support.

• Funnel entry
◊ Easy wire insertion.

• Manufactured of pure electrolytic copper.
◊ Provides maximum conductivity, low

resistance and ductility for excellent
crimp forming properties.

• Deep V groove serrations in the 
inner barrel.
◊ Provides added holding strength and 

better conductivity.
• Electro-tin plated.

◊ Provides durable long-lasting 
corrosion resistance.
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TYPE TN

TYPES YAE, YAES INSULUG™

TERMINAL - 
NYLON INSULATED, 
RING-TONGUE

300 VOLT MAX. 105°C MAX.

INSULUG  type TN Nylon-insulated terminals
are designed for heavy duty industrial, utility
and military power and control-circuit applica-
tions for wire sizes 26 AWG through 10 AWG.
They offer high dielectric strength and stabili-
ty in oily conditions and meet military CLASS
1 and CLASS 2 requirements per MS25036
and the requirements of military specifica-
tions MIL-T-7928 (ASG).

COLOR CODED
NYLON INSULATION

WIRE SIZE 
AND STUD SIZE

SMOOTH 
FUNNEL ENTRY

INTEGRAL INSULATION
SUPPORT AND WIRE
STRAIN RELIEF

DEEP "V" 
SERRATIONS

INTEGRAL
ONE PIECE
COPPER,
TIN PLATED
DESIGN

Features and Benefits

• An integral one-piece copper barrel /insu-
lation grip and wire strain relief design.
◊ Provides improved physical strength

characteristics over a multi-piece design.
• Manufactured of pure electrolytic copper.

◊ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

• Brazed seam.
◊ Provides a stronger barrel design to 

minimize any possible splitting and 
eliminates folding.

• Deep inner barrel serrations.
◊ Provides excellent electrical conductivity

and pullout strength values.
• Smooth funnel entry.

◊ Easy wire insertion.

• The insulation is locked in place.
◊ Will not twist off, thereby maintains 

proper dielectric values.
• Electro-tin plated.

◊ Provides durable long-lasting resistance
to corrosion.

• Color-coded and clearly marked.
◊ Provides quick, easy wire size identfica-

tion.
• Ring Tongue.

◊ Provides a secure termination under the
screw head that can not be removed
without complete removal of the screw.

• Two or more terminals may be stacked on
a common stud easily.
◊ Provides flexibility and versatility.
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TYPE TN 
(CONTINUED)

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

.DTS.LIM
-63052SM

SNOISNEMID
KLUB

.ON.TAC
NOITALLATSNI

GNILOOT

ERIW
PIRTS
HTGNELC XAML XAMY XAMZ

4-81NT

81-22
.LUSNI.XAM

021.:MOCCA.AID
:EDOCROLOC

DER

4-3 841- 32. 67. 46. 02. 84N81SEAY

TEHCTAR-NON
D01Y
2201Y

:TEHCTAR
38-8RM

"23/7

6-81NT 6-4 201- 52. 78. 47. 92. 1N81SEAY

8-81NT 8-6 941- 13. 19. 67. 92. 94N81SEAY

01-81NT 01-8 301- 13. 19. 67. 92. 3N81SEAY

41-81NT 4/1,21 051- 64. 90.1 78. 14. 05N81SEAY

615-81NT 61/5 401- 64. 90.1 78. 14. 4N81SEAY

83-81NT 8/3 501- 35. 71.1 19. 54. 5N81SEAY

4-41NT

41-61
.LUSNI.XAM
:MOCCA.AID

351.
EDOCROLOC

EULB

4-3 251- 52. 97. 76. 42. 25N41EAY

"23/7

6-41NT 6-4 601- 52. 97. 76. 42. 6N41SEAY

8-41NT 8-6 351- 13. 98. 47. 13. 35N41SEAY

01-41NT 01-8 801- 13. 98. 47. 13. 8N41SEAY

41-41NT 4/1,21 451- 54. 80.1 68. 34. 45N41SEAY

615-41NT 61/5 901- 54. 80.1 68. 34. 9N41SEAY

83-41NT 8/3 011- 35. 61.1 09. 74. 01N41SEAY

6-01NT
01-21

.LUSNI.XAM
:MOCCA.AID

012.
:EDOCROLOC

WOLLEY

6-4 111- 73. 21.1 49. 62. 11N01SEAY

"23/11

8-01NT 8-6 651- 73. 21.1 49. 62. 65N01SEAY

01-01NT 01-8 211- 73. 21.1 49. 62. 21N01SEAY

41-01NT 4/1,21 751- 35. 23.1 60.1 73. 75N01SEAY

615-01NT 61/5 311- 35. 23.1 60.1 73. 31N01SEAY

83-01NT 8/3 411- 85. 43.1 50.1 04. 41N01SEAY

� Class 1 and class 2. Meets the requirement of military specification MILT-T-7928 (ASG)
*  Use on #10 or #12 Str. cu. only

** Meets requirements for Class 2 installation. For use as a Class 1 connector, use tool conforming to MS25037, Class 1.
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TYPE YAE-N BOX
AND YAE

INSULUG™

TERMINAL - 
NYLON INSULATED, 
RING-TONGUE
MULTI-FINGER 
INSULATION GRIP

300 VOLT MAX. 105° C MAX.

INSULUG Type YAE-N nylon insulated termi-
nals are designed with a multi-finger insula-
tion grip for paper, EPR and other elastic or
hard to grip insulations. The metal fingers
firmly grip the insulation providing superior
holding characteristics, cable support and
strain relief. Type YAE-N terminals are rated
105°C and meet military standard MS25036
class 2 and MIL-T-7928 (ASG) requirements.

CATALOG
NUMBER WIRE RANGE

STUD
SIZE

MIL.
STD.**
MS2503

DIMENSIONS BULK
CATALOG
NUMBER

INSTALLATION
TOOLING

TAPE MOUNTED
CATALOG NO.

2000/Reel
INSTALLATION

TOOLING

WIRE
STRIP

LENGTHC
L

MAX
Y

MAX
Z

MAX
YAE22G18 BOX• 26-20

MAX. INSUL.
DIA. ACCOM.:

.098
COLOR CODE:

AMBER

1.2 -148 .15 .70 .62 .22 YAE22G18• 

M8ND, Y8ND
WITH

N14HET-25V1
DIE

YAE22G18M• 

TFM
WITH

DFM11D1
DIE

5/32"

YAE22G12 BOX• 1.2 - .25 .75 .62 .22 YAE22G12• YAE22G12M• 
YAE22G16 BOX• 3.4 -144 .18 .75 .62 .22 YAE22G16• YAE22G16M• 
YAE22G13 BOX• 4-6 -145 .25 .75 .62 .22 YAE22G13• YAE22G13M• 
YAE22G14 BOX• 6-8 -146 .32 .83 .67 .27 YAE22G14• YAE22G14M• 
YAE22G15 BOX• 8-10 -147 .32 .83 .67 .27 YAE22G15• YAE22G15M• 

• Not UL recognized
* 1000/Reel
** Class 2

MULTI-FINGER
INSULATION GRIP

WIRE SIZE 
RANGE RING TONGUE

INSULATION
CRIMP

COLOR CODED
NYLON INSULATION

DEEP "V" 
SERRATIONS

WIRE CRIMP

TIN PLATED

Features and Benefits

• Multi-finger insulation grip.
◊ Provides superior insulation holding

characteristics, especially on EPR 
and other elastic-type insulations.

• Brazed seam.
◊ Provides stronger more durable 

termination.
• Manufactured of pure electrolytic copper.

◊ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

• Deep V groove, inner barrel serrations.
◊ Provide optimum conductivity, reliability,

and holding power.
• Smooth funnel entry.

◊ Easy wire insertion.



BURNDY
Compression

B-11

TYPE YAE-N 
BOX AND YAE 
(CONTINUED)

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

LIM
**.DTS
-052SM

63

SNOISNEMID KLUB
GOLATAC
REBMUN

NOITALLATSNI
GNILOOT

NOITALLATSNI
GNILOOT

EPAT
DETNUOM

.ONGOLATAC
LEER/0002

ERIW
PIRTS
HTGNEL

C XAML XAMY NIMZ

XOB92N81EAY

61-22
.LUSNI.XAM

.AID
521.:.MOCCA

:EDOCROLOC
DER

2-1 — 41. 57. 86. 91. 92N81EAY

1-T33-8RM
ARTXEON(

SEID
)DERIUQER

DN8M
ro
DN8Y

FOENOHTIW
GNIWOLLOF

:SEID
1V52-TEH41N

9-TE01N
51-TEH41N

ro

D01Y
22-01Y

M92N81EAY

MFT
HTIW

1D01MFD
EID

"61/3

XOB72N81EAY 2 — 91. 77. 66. 91. 72N81EAY M72N81EAY

XOB7N81EAY 4 — 52. 08. 86. 91. 7N-81EAY M7N-81EAY

XOB71N81EAY 4 841- 52. 08. 86. 91. 71N81EAY M71N81EAY

XOB62N81EAY 4 — 32. 87. 86. 91. 62N81EAY M62N81EAY

XOB12N81EAY 6-4 201- 52. 98. 77. 82. 12N81EAY M12N81EAY

XOB52N81EAY 6-4 — 22. 97. 86. 91. 52N81EAY M52N81EAY

XOB34G81EAY 6-4 — 52. 09. 86. 91. 34G81EAY M34G81EAY

XOB42N81EAY 8-6 — 82. 29. 77. 82. 42N81EAY M42N81EAY

XOB1N81EAY 8-6 941- 13. 29. 77. 82. 1N81EAY M1N81EAY

XOBN81EAY 01-8 301- 13. 29. 77. 82. N81EAY MN81EAY

XOB2N81EAY
,21

4/1
051- 54. 11.1 88. 04. 2N81EAY M2N81EAY

XOB3N81EAY 61/5 401- 54. 11.1 88. 04. 3N81EAY M3N81EAY

XOB34N41EAY

41-61
.LUSNI.XAM

.AID
651.:.MOCCA

:EDOCROLOC
EULB

6-4 601- 52. 28. 96. 02. 34N41EAY M34N41EAY

MFT
HTIW

1D9MFD
EID

"61/3

XOB1N41EAY 8-6 351- 13. 29. 57. 82. 1N41EAY M1N41EAY

XOBN41EAY 01-8 801- 13. 29. 57. 82. N41EAY MN41EAY

XOB2N41EAY 4/1 451- 54. 11.1 88. 04. 2N41EAY M2N41EAY

XOB3N41EAY 61/5 901- 54. 11.1 88. 04. 3N41EAY M3N41EAY

XOB4N41EAY 8/3 011- 35. 91.1 39. 44. 4N41EAY M4N41EAY

XOB7N21EAY

21-41
.LUSNI.XAM

.AID
081.:.MOCCA

:EDOCROLOC
NEERG

01 — 13. 60.1 39. 92. 7N21EAY 1-T33-8RM
ARTXEON(

SEID
)DERIUQER

D01Y

DN8YroDN8M
eidhtiw
1-TEH21N

M7N21EAY

MFT
HTIW

1D7MFD
EID

"46/12

XOB9N21EAY 8-6 — 13. 60.1 09. 82. 9N21EAY M9N21EAY

XOB1N21EAY 8-6 — 13. 60.1 09. 82. 1N21EAY M1N21EAY

XOBN21EAY 01-8 — 13. 60.1 09. 82. N21EAY MN21EAY

XOB2N21EAY 4/1 — 64. 52.1 20.1 04. 2N21EAY M2N21EAY

XOB3N21EAY 61/5 — 35. 92.1 50.1 14. 3N21EAY M3N21EAY

XOB5N01EAY

01-21
.LUSNI.XAM

.AID
902.:.MOCCA

:EDOCROLOC
WOLLEY

6-4 111- 83. 51.1 69. 82. 5N01EAY 1-T33-8RM
ARTXEON(

SEID
)DERIUQER

DN8Y,DN8M
ehtfoenohtiw
:seidgniwollof

51-TEH01N
9-TE01N

22-01Y,D01Y

M5N01EAY*

"8/3

XOB11N01EAY 8-6 651- 83. 71.1 89. 03. 11N01EAY M11N01EAY*

XOBN01EAY 01-8 211- 83. 51.1 69. 82. N01EAY MN01EAY*

XOB3N01EAY 4/1 751- 45. 93.1 21.1 44. 3N01EAY M3N01EAY*

2N01EAY 61/5 311- 45. 93.1 21.1 44. 2N01EAY M2N01EAY*

4N01EAY 8/3 411- 45. 93.1 21.1 44. 4N01EAY M4N01EAY*

* 1000/Reel
** Class 2
� Recognized by UL
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NUCLEAR 
TERMINALS 
AND SPLICES 

TYPE YAES-K
INSULUG™

RADIATION RESISTANT 
INSULATED TERMINALS, 
RING TONGUE

POLYVINYLIDENE (PVF2)
INSULATED

200 MEGARADS, -60°
THROUGH 150°C, 600 VOLT

The type YAES-K, radiation resistant KYNAR
insulated terminals are designed and have
been tested to meet the requirements for
class 1E critical circuits as set by the Nuclear
Regulatory Commission (NRC). Additional
testing for compatibility under loss of coolant
accident (LOCA) conditions with cross-link
polyethylene (XLP) and HYPALON insula-
tions was completed successfully.
Compatibility with ethylene propylene rubber
(EPR) insulation was determined by analysis.
Each terminal is manufactured of pure elec-
trolytic copper per QQ-C 576 and bright tin-
plated per MIL-T-10727 and meets or
exceeds MIL-T-7928 using stranded copper
AWG wire. The KYNAR insulation offers 200
megarad radiation resistance.

The Type YAES-K radiation resistant KYNAR
- insulated terminals are suitable for class 1E
critical circuits and non-critical nuclear asso-
ciated applications.

Features and Benefits

• KYNAR insulation.
◊ Provides 200 megarad radiation resis-

tance plus successfully tested for insula-
tion compatibility.

• An integral one-piece copper barrel/insula-
tion grip and wire strain relief design.
◊ Provides improved physical strength

characteristics over a multi-piece design.
• The KYNAR insulation is locked in place.

◊ The insulation will not move or twist 
off, thereby maintains proper dielectric 
values.

• Manufactured from pure electrolytic 
copper.
◊ Provides maximum conductivity, low

resistance and ductility for excellent
crimp forming properties.

• Bright tin-plated per MIL-T-10727
◊ Provides durable long-lasting resistance

to corrosion.
• Deep inner barrel serrations.

◊ Provides excellent electrical conductivity
and tensile strength values.

• Brazed seam.
◊ Provides a stronger barrel design to min-

imize any possible splitting and elimi-
nates folding.

• Smooth funnel entry.
◊ Easy wire insertion.

• Color coded terminals.
◊ Provides easy wire size identification and

inspection.
• Coded raised dots in the die area of the

connection after compression.
◊ Provides visual identification that the cor-

rect tool and die were used for proper
installation.

• Inspection hole.
◊ Permits visual check for proper wire

insertion.
• Ring tongue design.

◊ Provides a secure termination under
screw head that cannot be removed with-
out the complete removal of the screw.

• Multiple terminals may be stacked on a
common stud easily.
◊ Provides flexibility and versatility.

KYNAR - is a registered trademark of the Pennwalt Corp. for Polyvinylindene Floride (PVF2)

HYPALON - Is a registered trademark of the E.I. DuPont deNemours & Co., Inc.

BRAZED SEAM
ON BARREL

WIRE SIZE
INTEGRAL
SUPPORT

INSULATION

SMOOTH
FUNNEL
ENTRY

COLOR CODED
KYNAR INSULATION
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TYPE YAES-K 
(CONTINUED)

INSULUG™

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
NOITALLATSNI

GNILOOT

ERIW
PIRTS
HTGNELC .XAML .XAMY .NIMZ

84K81SEAY

22-18 AWG str.
.LUSNI.XAM

021.:.MOCCA.AID
230.SSENKCIHTKCOTS

DER:EDOCROLOC

4 32. 67. 46. 02.

:LOOTTEHCTAR
6G01RM

:KRAMPMIRC
TODLLAMS)1(
EVOORGDER

:EGUAGNOITARRBILAC
1-373-GP

"23/7

1-K81SEAY 6 32. 67. 46. 02.

2-K81SEAY 6 52. 78. 47. 92.

94-K81SEAY 8 13. 19. 67. 92.

3-K81SEAY 01 13. 19. 67. 92.

05-K81SEAY 4/1 64. 90.1 68. 14.

4-K81SEAY 61/5 64. 90.1 68. 14.

5-K81SEAY 8/3 35. 81.1 19. 54.

25-K41SEAY

16-14 AWG str.
.LUSNI.XAM

351.:.MOCCA.AID
230.SSENKCIHTKCOTS

EULB:EDOCROLOC

4 52. 77. 56. 22.

:LOOTTEHCTAR
6G01RM

:KRAMPMIRC
STODLLAMS)2(

EVOORGEULB

:EGUAGNOITARBILAC
1-173-GP

"23/7

6-K41SEAY 6 52. 77. 56. 22.

7-K41SEAY 6 13. 19. 67. 92.

35-K41SEAY 8 13. 19. 67. 92.

8-K41SEAY 01 13. 19. 67. 92.

45-K41SEAY 4/1 64. 90.1 68. 14.

9-K41SEAY 61/5 64. 90.1 68. 14.

01-K41SEAY 8/3 35. 81.1 19. 54.

11-K01SEAY

12-10 AWG str.
.LUSNI.XAM

012.:.MOCCA.AID
040.SSENKCIHTKCOTS

WOLLEY:EDOCROLOC

6 83. 21.1 49. 62.

:LOOTTEHCTAR
6G01RM

:KRAMPMIRC
TODEGRAL)1(

EVOORGWOLLEY

:EGUAGNOITARBILAC
1-273-GP

"8/3

1T11-K01SEAY 6 13. 90.1 49. 62.

65-K01SEAY 8 83. 21.1 49. 62.

21-K01SEAY 01 83. 21.1 49. 62.

75-K01SEAY 4/1 35. 23.1 60.1 73.

31-K01SEAY 61/5 35. 23.1 60.1 73.

41-K01SEAY 8/3 85. 43.1 50.1 04.

85-K01SEAY 2/1 27. 14.1 60.1 54.
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SEAMLESS
BARREL

ELECTRO-TIN
PLATED

DOUBLE THICK
TONGUE

CRIMP

INSPECTION
HOLE

BEVELED
ENTRY

(See table on following page for specifications)

TYPE YAV BOX 
AND YAV 

HYLUG™

SEAMLESS UNINSULATED
COMPRESSION HEAVY DUTY
RING TONGUE TERMINAL

#22-10 STRANDED AND
SOLID COPPER

HYLUG type YAV is a seamless, heavy
duty uninsulated compression ring
tongue terminal manufactured from pure
electrolytic copper tubing and is for use
on copper commercial (code) cable,
type AN aircraft cable and extra flexible
conductors. Because of its seamless
design, the YAV HYLUG also accommo-
dates solid conductors.

The seamless tubing produces a double
thick tongue and a strong connector for
demanding applications that require
high reliability. Applications include
industrials, hospitals, electric utilities,
aircraft, shipboard and marine, comput-
ers, steel mills, mining equipment and
other equipment that is subject to vibra-
tion or requiring dependable electrical
performance.

The YAV-HYLUG terminals meet the
requirements of MIL-T-7928 (ASG).

Features and Benefits

• Manufactured from seamless pure 
electrolytic copper tubing.
◊ Provides maximum conductivity, 

low resistance and excellent ductility 
for crimping.

• Seamless tubular crimp barrel design.
◊ No seams to split resulting in a very high

quality electrical connection. Also can be
used on solid conductor.

• Double thick tongue.
◊ Provides a very strong terminal tongue.

• Produced from tubular copper.
◊ Extra copper material assures the com-

pression connector will operate cooler
than the conductors it connects.

• Internally bevelled barrel.
◊ Provides easy cable entry, especially 

for flexible conductors.
• Inspection hole.

◊ Provides easy visual check for proper
conductor insertion.

• Electro-tin plated.
◊ Provides long lasting durable corrosion

resistance.
• Nickel plating available, add “NK” suffix.”

◊ Nickel plated Hylugs provide high 
temperature applications up to 650°F
continuous service and 750°F intermit-
tent service.
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TYPE YAV BOX 
AND YAV

HYLUG™

SEAMLESS UNINSULATED
COMPRESSION HEAVY DUTY 
RING TONGUE TERMINAL

• Available in (90o) right angle design. * Use #10 groove
� Use #14 groove
†   UL listed for 14 Str. to #10 Sol. & Str'D when installed with MR8G98 and Y8MRB-1 tools only.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

.ON.TAC
NOITALLATSNI

GNILOOT
ERIW
PIRTS
HTGNEL

C20.± .XAML .XAMY .NIMZ

XOB4T-81VAY
81-22
.RTS

DNA
.LOS

4,3 91. 26. 45. 61. 4T-81VAY
:TEHCTAR-NON

22-01Y,D01Y
:TEHCTAR

Q9-8RM,89G8RM
02RM,1-BRM8Y

"23/9

XOB33L-81VAY 6-4 52. 76. 55. 81. 33L-81VAY

XOB5T-81VAY 6-4 13. 67. 16. 42. 5T-81VAY

XOB1T-81VAY 8-6 13. 67. 16. 42. 1T-81VAY

XOB81VAY 01-8 13. 67. 16. 42. 81VAY

XOB33L-41VAY

41-02
.RTS

21-02
.LOS

6-4 52. 17. 95. 81. 33L-41VAY

:TEHCTAR-NON
22-01Y,D01Y

:TEHCTAR
89G8RM

Q9-8RM
02RM,1-BRM8Y

"23/9

XOB5T-41VAY 6-4 13. 97. 46. 42. 5T-41VAY

XOB1T-41VAY 8-6 13. 97. 46. 42. 1T-41VAY

XOB63L-41VAY 01-8 92. 47. 95. 81. 63L-41VAY

XOB41VAY 01-8 13. 97. 46. 42. 41VAY

XOB2T-41VAY 4/1 24. 99. 57. 23. 2T-41VAY

XOB3T-41VAY 61/5 44. 99. 57. 23. 3T-41VAY

XOB2G-21VAY 21-41
.RTS

01-8 03. 28. 76. 42. 2G-21VAY 1-BRM8Y,D01Y
TH41N/wDN8Y/DN8M "23/9

XOB3G-21VAY 4/1 63. 00.1 67. 43. 3G-21VAY

X

�

�OB7T-01VAY

.RTS41†
01-21

.RTS
DNA
LOS

6-4 03. 39. 87. 42. 7T-01VAY

:TEHCTAR-NON
22-01Y,D01Y

:TEHCTAR
89G8RM

Q9-8RM
02RM,1-BRM8Y

"61/7

XOB11T-01VAY 8-6 83. 79. 97. 62. 11T-01VAY

XOB63L-01VAY 01-8 92. 68. 17. 32. 63L-01VAY

XOB01VAY 01-8 83. 79. 97. 62. 01VAY

XOB3T-01VAY 4/1 74. 01.1 78. 23. 3T-01VAY

XOB2T-01VAY 61/5 35. 31.1 78. 13. 2T-01VAY

XOB4T-01VAY 8/3 65. 81.1 09. 53. 4T-01VAY

XOB63L-C9VAY
9-01
.RTS

01-8 13. 79. 38. 51. 63L-C9VAY :TEHCTAR
,Q9-8RM
1-BRM8Y

"61/7XOB9T-C9VAY 4/1 44. 91.1 59. 13. 9T-C9VAY

XOB4T-C9VAY 61/5 25. 72.1 20.1 63. —
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TYPES YAV-L 
BOX AND YAV-L

HYLUG™

LARGE SIZE UNINSULATED
COMPRESSION TERMINALS
SEAMLESS UNINSULATED
COMPRESSION RING
TONGUE TERMINAL

#8-4/0 STR. COPPER

HYLUG Type YAV is a seamless, heavy duty
uninsulated compression terminal manufac-
tured from electrolytic copper and is for use
on Type AN aircraft cable, extra flexible con-
ductors and commercial (code) conductors.
The seamless tubing produces a double thick
tongue and seamless barrel design provides

ELECTRO-TIN
PLATED

INSPECTION
HOLE

SEAMLESS
BARREL

BEVELED
ENTRY

CRIMP

DOUBLE THICK
TONGUE

a strong connector for demanding applica-
tions requiring high reliability.

Applications include aircraft, industrials, hos-
pitals, electric utilities, marine, computers,
and other equipment subject to vibration or
requiring dependable electrical performance.

The YAV HYLUG terminals meet the require-
ments of MIL-T-7928 and are listed per
MS20659 for use with copper aircraft cable
per MIL-W-5086

The benefits of YAV-L connectors are 
the same as YAV connectors for stranded
conductors.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

95602SM
†.ONHSAD

)HCNI(SNOISNEMID

KLUB
.ON.TAC

GNILOOTNOITALLATSNI

ERIW
PIRTS
HTGNELC

L
-AM

.X

Y
-AM

.X
Z

.NIM LOOTYH
EID

XEDNI

SSERPYH

B92Y
CN92Y

,93Y,53Y
05 �7Y

—

8
TFARCRIA

8NA
XELF

8-6 041- 14. 51.1 49. 82. 4•1L-C8VAY
-NON

:TEHCTAR
VM01Y

11-92YM
:TEHCTAR

C4RM
Q9-8RM
1-8RM8Y
/WDN8M

TESEIDTC8N

83

1-L8VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L8VU
TSEN
LP43Y

ROTNEDNI
PMIRC)1(

"2/1

XOBL-C8VAY 01-8 701- 14. 51.1 49. 82. L•-C8VAY

XOB1L-C8VAY 4/1 141- 64. 22.1 99. 23. 1•L-C8VAY

XOB2L-C8VAY 61/5 801- 75. 03.1 10.1 43. 2L-C8VAY

XOB3L-C8VAY 8/3 921- 75. 03.1 10.1 43. 3•L-C8VAY

XOB4L-C8VAY 2/1 241- 37. 25.1 41.1 84. 4•L-C8VAY

XOB1L-C6VAY

6&5
TFARCRIA
6&5NA

XELF

01-8 031- 84. 13.1 60.1 92. 1•L-C6VAY
-NON

:TEHCTAR
82YM

11-92YM
:TEHCTAR

C4RM

93

L6VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L6VU
TSEN
ALP43Y

ROTNEDNI
PMIRC)1(

"2/1

XOBL-C6VAY 4/1 901- 84. 13.1 60.1 92. L•-C6VAY

XOB4L-C6VAY 61/5 131- 06. 34.1 31.1 53. 4•L-C6VAY

XOB2L-C6VAY 8/3 011- 06. 34.1 31.1 53. 2•L-C6VAY

XOB01L-C6VAY 2/1 341- 37. 46.1 62.1 94. 01L-C6VAY

XOB3L-C4VAY

4
TFARCRIA

4NA
XELF

01-8 441- 55. 73.1 11.1 82. 3•L-C4VAY
-NON

:TEHCTAR
82YM

11-92YM
:TEHCTAR

C4RM

04

L4VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L4VU
TSEN
ALP43Y

ROTNEDNI
PMIRC)1(

"2/1

XOBL-C4VAY 4/1 111- 55. 73.1 11.1 82. L-C4VAY

XOB4L-C4VAY 61/5 231- 36. 84.1 71.1 33. 4•L-C4VAY

XOB2L-C4VAY 8/3 211- 36. 84.1 71.1 33. 2•L-C4VAY

XOB5L-C4VAY 2/1 541- 37. 86.1 03.1 74. 5L-C4VAY

—

2
TFARCRIA

2NA
XELF

01-8 641- 96. 27.1 73.1 53. 3L-C2VAY

-NON
TEHCTAR

82YM
11-92YM

14

L2VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L2VU
TSEN
ALP43Y

ROTNEDNI
PMIRC)1(

"8/5

XOB1L-C2VAY 4/1 311- 96. 27.1 73.1 53. 1•L-C2VAY

XOB2L-C2VAY 61/5 741- 96. 27.1 73.1 53. 2•L-C2VAY

XOBL-C2VAY 8/3 411- 96. 27.1 73.1 53. L•-C2VAY

XOB4L-C2VAY 2/1 331- 77. 98.1 94.1 64. 4L-C2VAY

† Class 1
• Available in (90°) right angle design. Suffix "RS" REPLACES SUFFIX "L"
� Use Y35P3 INDENTOR ADAPTER with Y35 and Y39 Tool.
� Nench Mount Adapter - Cat. BMY-BCH-MT  is available for Type "MY" HYTOOLS

Add "NK" sufix for nickel plated Hylugs for high temperature applications
up to 650°F continuous service and 750° intermittent service.
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TYPES YAV-L 
BOX AND YAV-L
(CONTINUED)

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

95602SM
†.ONHSAD

)HCNI(SNOISNEMID

KLUB
.ON.TAC

GNILOOTNOITALLATSNI

ERIW
PIRTS
HTGNELC

L
-AM

.X

Y
-AM

.X
Z

.NIM LOOTYH
EID

XEDNI

SSERPYH

B92Y
CN92Y

,93Y,53Y
05 �7Y

-NON
TEHCTAR

82YM
11-92YM

—

1
TFARCRIA

1NA
XELF

01-8 — 67. 76.1 23.1 52. 6L-C1VAY

24

L1VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L1VU
TSEN
ALP43Y

ROTNEDNI
PMIRC)1(

"8/5

XOB1L-C1VAY 4/1 511- 67. 48.1 54.1 83. 1•L-C1VAY

XOB2L-C1VAY 61/5 941- 67. 48.1 54.1 83. 2•L-C1VAY

XOBL-C1VAY 8/3 611- 67. 48.1 54.1 83. L-C1VAY

XOB3L-C1VAY 2/1 431- 68. 79.1 45.1 64. 3L-C1VAY

XOB1L-52VAY

0/1
TFARCRIA

0/1NA
XELF

4/1 711- 38. 10.2 16.1 34. 1L-52VAY

34

L52VD
TSEN
RP92Y

ROTNEDNI
PMIRC)1(

L52VU
TSEN
AP43Y

ROTNEDNI
PMIRC)1(

"61/11

XOB2L-52VAY 61/5 151- 38. 10.2 16.1 34. 2L-52VAY

XOBL-52VAY 8/3 811- 38. 10.2 16.1 34. L•-52VAY

XOB3L-52VAY 2/1 531- 88. 90.2 46.1 64. 3•L-52VAY

XOB4L-52VAY 8/5 — 88. 13.2 08.1 26. 4L-52VAY

XOB1L-62VAY

0/2
TFARCRIA

0/2NA
XELF

4/1 351- 39. 23.2 58.1 84. 1L-62VAY

44

L62VD
TSEN
LP92Y

ROTNEDNI
PMIRC)1(

L62VU
TSEN
LP43Y

ROTNEDNI
PMIRC)1(

"61/31

XOB2L-62VAY 61/5 911- 39. 23.2 58.1 84. 2L-62VAY

XOBL-62VAY 8/3 021- 39. 23.2 58.1 84. L•-62VAY

XOB3L-62VAY 2/1 631- 39. 23.2 58.1 84. 3•L-62VAY

— 8/5 — 39. 25.2 99.1 26. 21L-62VAY

XOBL-72VAY 0/3
TFARCRIA

0/3NA
XELF

8/3 121- 30.1 54.2 39.1 25. L•-72VAY

54 __

TSENL72VU
AP43Y

ROTNEDNI
PMIRC)1(

"61/31XOB1L-72VAY 2/1 221- 30.1 54.2 39.1 25. 1L-72VAY

XOB51L-72VAY 8/5 — 30.1 06.2 40.2 26. 51L-72VAY

XOBL-82VAY
0/4

TFARCRIA
0/4NA

XELF

8/3 321- 21.1 27.2 61.2 06. L-82VAY

64 __

L82VU
TSEN
AP43Y

ROTNEDNI
PMIRC)1(

"8/7
XOB21L-82VAY 2/1 421- 21.1 27.2 61.2 06. 21L-82VAY

XOB31L-82VAY 8/5 951- 21.1 27.2 61.2 06. 31L-82VAY

XOB41L-82VAY 4/3 061- 32.1 59.2 33.2 87. 41L-82VAY

† Class 1
• Available in (90°) right angle design. Suffix "RS" replaces suffix "L"
� Use Y35P3 INDENTOR ADAPTER with Y35 and Y39 Tool.
� Bench Mount Adapter - Cat. BMY-BCH-MT  is available for Type "MY" HYTOOLS

Add "NK" sufix for nickel plated Hylugs for high temperature applications
up to 650°F continuous service and 750° intermittent service.
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TYPES YAV-H BOX
AND YAV-H

HYLUG™

SEAMLESS UNINSULATED
COMPRESSION RING
TONGUE TERMINAL 
WITH SHROUD

The type YAV-H HYLUG is a seamless heavy
duty uninsulated compression ring tongue
terminal with a shroud for an insulation grip
and cable support. They are manufactured
from pure electrolytic copper tubing for use
on copper commercial (code) cable, Type AN
aircraft cable and extra flexible conductors.

The seamless design produces a double thick
tongue and the seamless barrel provides a
strong highly reliable connection.

Meets the requirements of MIL-T-7928. The
benefits of the Type YAV apply to the 
YAV-H Hylug.

Features and Benefits

• Shroud/insulation grip cable support 
and strain relief.
◊ Protects the wire against breaking 

under vibration or flexing conditions.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

.LUSNI.XAM
.MOCCA.AID

SNOISNEMID
KLUB

.ON.TAC
.LLATSNI

GNILOOT
SEID

ERIW
PIRTS
HTGNEL

C L
XAM

Y
XAM

Z
NIM

XOB1H-81VAY
81-22

8-6
"021.

13. 19. 67. 42. 1H-81VAY
:REILP

*22-01Y,*D01Y

:TEHCTAR
,89G-8RM
,Q9-8RM
,*1-BRM8Y

,DN8M,*02RM
DN8Y

,DN8M
DN8Y
HTIW

,TH41N
5-TH41N

EID

"23/9
XOBH-81VAY 01-8 13. 19. 67. 42. H-81VAY

XOB1H-41VAY

41-02

8-6

"051.

13. 59. 08. 42. 1H-41VAY

"23/9XOBH-41VAY 01-8 13. 59. 08. 42. H-41VAY

XOB2H-41VAY 4/1 24. 41.1 09. 23. 2H-41VAY

XOB52H-01VAY

01-21

8-6

"291.

13. 40.1 09. 42. 52H-01VAY
DN8Y,DN8M
TH01NHTIW

EID
"61/7XOBH-01VAY 01-8 83. 901. 19. 42. H-01VAY

XOB3H-01VAY 4/1 74. 22.1 99. 23. 3H-01VAY

* For conductor crimp only.
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HYLUG

TYPE YBM

FLAG-TYPE 
RING-TONGUE TERMINALS

Made of pure electrolytic copper for maximum
conductivity and ductility. Seamless extrusion
tin plated to resist corrosion.

* Lead Plated available, contact factory.

WIRE
RANGE

STUD
SIZE

CATALOG*
NUMBER

DIMENSIONS IN INCHES

HYTOOL

INSTALLATION TOOLING

WIRE
STRIP

LENGTHC Z MIN. Y MAX. L MAX.

HYPRESS Y29NC & Y29B

NEST INDENTOR

8
8 10  YBM8C 0.44 0.34 0.77 1.01

MY28

DV8B

Y29PBL-4

7/16"

1/4  YBM8C-T2 0.50 0.37 0.80 1.07 1/2"

3/8  YBM8CT4 0.62 0.52 0.83 1.35 9/16"

6
8 10  YBM6C-L9 0.50 0.37 0.85 1.09

DV6BL

1/2"
1/4  YBM6C-L 0.50 0.37 0.85 1.12

5/16  YBM6C-L2 0.56 0.43 0.91 1.21 9/16"

3/8  YBM6C-L3 0.62 0.52 0.88 1.21 5/8"

4
8 10  YBM4C-L4 0.50 0.37 0.99 1.18

DV4BL

Y29PBL

1/2"
1/4  YBM4C-L 0.50 0.37 0.94 1.21

5/16  YBM4C-L1 0.56 0.43 1.00 1.30 9/16"

3/8  YBM4C-L2 0.62 0.52 0.97 1.30 5/8"

2
1/4  YBM2C-L1 0.62 0.37 1.01 1.29

DV2BL 5/8"5/16  YBM2C-L2 0.62 0.43 1.07 1.38

3/8  YBM2C-L 0.62 0.37 1.01 1.35

1
1/2  YBM1C-L3 0.88 0.71 1.29 1.74

DV1BL
1"

3/8  YBM1C-L 0.62 0.50 1.19 1.53
5/8"

1/0
1/4  YBM25-L1 0.69 0.52 1.19 1.83

DV25BL-1

Y29PR

5/16  YBM25-L2 0.69 0.46 1.25 1.56
3/4"

3/8  YBM25-L 0.69 0.58 1.26 1.59

2/0 3/8  YBM26-L 0.81 0.51 1.37 1.72
DV26L 13/16"



BURNDY
Compression

B-20

TYPES YAEV 
AND YAEV-L

INSULUG™

TERMINAL - 
NYLON INSULATED - 
RING-TONGUE

300 VOLT MAX. 105° C MAX.

The INSULUG type YAEV is designed for very
demanding high vibration applications
encountered in aircraft and aboard ships as
well as motor lead applications in hospitals,
industrials and generating plants. The nylon
insulated seamless, electrolytic copper barrel
with double thick tongue provides an extra
strong insulated connection. The terminal 
is rated 105°C and meets MIL-T-7928
requirements.

TIN PLATED

RING
TONGUE

INSPECTION
HOLE

COLOR CODED
NYLON INSULATION

SEAMLESS
BARREL

DOUBLE THICK
TONGUE

Features and Benefits

• Double thick tongue.
◊ Provides maximum reliability and 

electrical capacity plus an extra strong
terminal tongue.

• Manufactured from one-piece pure 
electrolytic copper.
◊ Provides high conductivity, low resis-

tance with no seams to split plus ductility
for excellent crimp forming properties.

• Electro-tin plated.
◊ Provides long-lasting corrosion 

resistance.

• Nylon insulation is locked in place.
◊ Insulation will not move or twist off.

• 300 volt nylon insulation
◊ High dielectric strength and stability 

in demanding oily environmental 
conditions.

• Color Coded.
◊ Provides quick, easy wire size 

connector selection.

CATALOG
NUMBER

WIRE RANGE
AWG AN

AIRCRAFT STUD SIZE†
MS25036-*
DASH NO.

DIMENSIONS BULK
CATALOG
NUMBER

INSTALLATION
TOOLING

WIRE STRIP
LENGTHC Z MIN.

Y
MAX. L MAX.

YAEV18 BOX

22-18
MAX. INSUL.

DIA. ACCOM.: .125
COLOR CODE: RED

8-10† — .31 .24 .77 .91 YAEV18
RATCHET:
MR8D94

1/4"

YAEV14 BOX

18-14
MAX. INSUL.

DIA. ACCOM.: .154
COLOR CODE: BLUE

8-10† — .31 .24 .88 .94 YAEV14
RATCHET:

MR18
MR8D94

1/4"

YAEV10-T7 BOX

12-10
MAX. INSUL.

DIA. ACCOM.: .209
COLOR CODE:

YELLOW

4-6 — .30 .24 .95 1.09 YAEV10-T7 RATCHET:
MR8D94

MR8-33-T1
M8ND Y8ND

WITH
N10ET-9 DIE

MR18*
MR4 10M

5/16"

YAEV10-T11 BOX 6-8 — .37 .26 .97 1.14 YAEV10-T11
YAEV10 BOX 8-10 — .37 .26 .97 1.14 YAEV10
YAEV10-L36BOX 8-10 — .30 .18 .89 1.04 YAEV10-L36
YAEV10-T3 BOX 1/4 — .47 .38 1.12 1.30 YAEV10-T3
YAEV10-T2 BOX 5/16 — .53 .31 1.12 1.30 YAEV10-T2
YAEV10-T4 BOX 3/8 — .56 .35 1.12 1.35 YAEV10-T4

* No. 10 Str. cu. only.
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TYPES YAEV 
AND YAEV-L 
(CONTINUED)

INSULUG™

REBMUNGOLATAC EGNARERIW
DUTS
†EZIS

63052SM
.ONHSAD

SNOISNEMID KLUB
GOLATAC
REBMUN

NOITALLATSNI
GNILOOT

CN92YSSERPYH ERIW
PIRTS
HTGNELC

Z
.NIM

Y
.XAM

L
.XAM TSEN ROTNEDNI

XOB41L-C8VEAY

.RTS8
.LUSNI.XAM

852.:.MOCCAAID
DER:EDOCROLOC

8-6 — 14. 82. 02.1 04.1 41L-C8VEAY :TEHCTAR
HTIW,DN8M
EID2-TEC8N

:TEHCTAR-NON
*6-82YM

:CILUARDYH
HTIW93Y,53Y
TESEIDTEC8U

L8VED

1-ELP92Y
1-ELP92Y

"61/7

XOBL-C8VEAY 01-8 511- 14. 82. 02.1 04.1 L-C8VEAY

XOB1L-C8VEAY 4/1 611- 64. 33. 42.1 74.1 1L-8VEAY

XOB2L-C8VEAY 61/5 771- 75. 53. 82.1 55.1 2L-C8VEAY

XOB3L-C8VEAY 8/3 811- 75. 53. 93.1 55.1 3L-C8VEAY

XOB4L-C8VEAY 2/1 — 37. 74. 93.1 57.1 4L-C8VEAY

—
.RTS6

.LUSNI.XAM
313.:.MOCCA.AID

:EDOCROLOC
EULB

01-8 **911- 84. 92. 33.1 65.1 **1L-C6VEAY :TEHCTAR
:TEHCTAR-NON

*6-82YM
:CILUARDYH
HTIW93Y,53Y
TESEIDTEC6U

L6VED "2/1

— 4/1 **021- 84. 92. 33.1 65.1 **L-C6VEAY

— 61/5 **121- 06. 63. 93.1 86.1 **4L-C6VEAY

— 8/3 **221- 06. 63. 93.1 86.1 **2L-C6VEAY

— 2/1 — 37. 74. 351. 19.1 01L-C6VEAY

—
.RTS4

.LUSNI.XAM
473.:.MOCCAAID

:EDOCROLOC
WOLLEY

01-8 — 55. 82. 04.1 26.1 3L-C4VEAY
:TEHCTAR-NON

*6-82YM
:CILUARDYH
HTIW93Y,53Y
TESEIDTEC4U

L4VED "2/1

— 4/1 321- 55. 82. 73.1 26.1 L-C4VEAY

— 61/5 421- 36. 43. 34.1 47.1 4L-C4VEAY

— 8/3 521- 36. 43. 34.1 47.1 2L-C4VEAY

— 2/1 — 37. 74. 65.1 29.1 5L-C4VEAY

—
.RTS2

.LUSNI.XAM
954.:.MOCCAAID
DER:EDOCROLOC

01 — 96. 53. 27.1 30.2 3L-C2VEAY
:TEHCTAR-NON

*6-82YM
:CILUARDYH
HTIW93Y,53Y
TESEIDTEC2U

L2VED

ELP92Y
ELP92Y

"8/5

— 4/1 621- 96. 53. 16.1 30.2 1L-C2VEAY

— 61/5 — 96. 53. 86.1 30.2 2L-C2VEAY

— 8/3 721- 96. 53. 96.1 30.2 L-C2VEAY

— 2/1 821- 77. 74. 08.1 61.2 4L-C2VEAY

— .RTS1
.LUSNIXAM

615.:.MOCCA.AID
:EDOCROLOC

ETIHW

4/1 921- 67. 83. 36.1 41.2 1L-C1VEAY :TEHCTAR-NON
*6-82YM

:CILUARDYH
HTIW93Y,53Y
TESEIDTEC1U

L62VD "8/5
— 61/5 — 67. 83. 17.1 41.2 2L-C1VEAY

— 8/3 031- 67. 83. 27.1 41.2 L-C1VEAY

— 2/1 131- 68. 74. 68.1 72.2 3L-C1VEAY

—
.RTS0/1

.LUSNI.XAM
465.:.MOCCA.AID

:EDOCROLOC
EULB

4/1 231- 38. 34. 79.1 04.2 1L-52VEAY
:TEHCTAR-NON

*6-82YM
:CILUARDYH
HTIW93Y,53Y
TESEIDTE52U

L52VED "61/11

— 61/5 — 38. 34. 79.1 04.2 2L-52VEAY

— 8/3 331- 38. 34. 79.1 04.2 L-52VEAY

— 2/1 431- 88. 74. 20.2 64.2 3L-52VEAY

— 8/5 — 88. 36. 71.2 76.2 4L-52VEAY

—
.RTS0/2

.LUSNI.XAM
826.:.MOCCA.AID

:EDOCROLOC
WOLLEY

4/1 — 39. 94. 91.2 27.2 1L-62VEAY
:TEHCTAR-NON

*6-82YM
:CILUARDYH
HTIW93Y,53Y
TESEIDTE62U

L62VED "61/31

— 61/5 531- 39. 94. 91.2 27.2 2L-62VEAY

— 8/3 631- 39. 94. 91.2 27.2 L-62VEAY

— 2/1 731- 39. 94. 72.2 27.2 3L-62VEAY

— 8/5 — 39. 36. 34.2 27.2 21L-62VEAY

† Additional terminal stud sizes available.
* BMY, BNCH-MT bench mount adapter available.
** NOTE: Add suffix "M" to cat. number to conform to MS25036 - standard for these items only. (Ex.: YAE6C-L1M).

See above. Contact Burndy for UL listed products.
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TYPE YAEV-H

INSULUG™

RING-TONGUE TERMINALS

NYLON-INSULATED FOR
EXPANDED INSULATION

Designed to accommodate larger conductor
insulation diameters. Made of one piece tin
plated pure electrolytic seamless copper tub-
ing for maximum conductivity and ductility.
Color-coded insulating sleeves are locked
into position. Inspection hole permits visual
check of wire insertion. Meets requirements
of MIL-T-7928

* BMY BNCH-MT bench mount adapter available.

INSTALLATION TOOLING

BULK Y29NC WIRE

CATALOG WIRE STUD Z Y L HYTOOL STRIP

NUMBER RANGE SIZE C MIN. MAX MAX HYPRESS NEST INDENTOR LENGTH

YAEV8C-H14

8
MAX. INSUL.

DIA.: .30"
SLEEVE

COLOR: RED

6-8 .41 .25 1.32 1.54 M8ND, Y8ND
WITH

N8CET-2 DIE

MY28-6*
Y35, Y39

WITH
U8CET DIE

DEV8L Y29PLE-1 7/16"

YAEV8C-H 8-10 .41 .25 1.34 1.54

YAEV8C-H1 1/4 .46 .28 1.37 1.61

YAEV8C-H2 5/16 .57 .33 .139 1.68

YAEV8C-H3 3/8 .57 .33 1.39 1.68

YAEV8C-H4 1/2 .73 .47 1.52 1.91

YAEV6C-H1
6

MAX. INSUL.
DIA.: .38"
SLEEVE
COLOR:

BLUE

8-10 .48 .28 1.48 1.73
MY28-6*

Y35, Y39
WITH U6CET

DIE SET

DEV6L Y29PLE-1 1/2"

YAEV6C-H 1/4 .48 .28 1.48 1.73

YAEV6C-H4 5/16 .60 .33 1.54 1.85

YAEV6C-H2 3/8 .60 .34 1.54 1.85

YAEV6C-H10 1/2 .73 .47 1.68 2.06

YAEV4C-H3
4

MAX. INSUL.
DIA.: .44"
SLEEVE
COLOR:
YELLOW

8-10 .55 .28 1.60 1.87
MY28-6*

Y35, Y39
WITH

U4CET

DEV4L Y29PLE-1 1/2"

YAEV4C-H 1/4 .55 .28 1.60 1.87

YAEV4C-H4 5/16 .62 .34 1.66 1.98

YAEV4C-H2 3/8 .62 .34 1.66 1.98

YAEV4C-H5 1/2 .73 .47 1.79 2.18

YAEV2C-H3
2

MAX. INSUL.
DIA.: .52"
SLEEVE
COLOR:

RED

8-10 .69 .35 1.98 2.34
MY28-6*

Y35, Y39
WITH

U2CET DIE

DEV2L Y29PLE 5/8"

YAEV2C-H1 1/4 .69 .35 1.98 2.34

YAEV2C-H2 5/16 .69 .35 1.98 2.34

YAEV2C-H 3/8 .69 .35 1.98 2.34

YAEV2C-H4 1/2 .77 .47 2.10 2.49

YAEV1C-H1 1
MAX. INSUL.

DIA.: .58"
SLEEVE
COLOR:
WHITE

1/4 .76 .38 2.10 2.49 MY28-6*

Y35, Y39
WITH

U1CET DIE

DV26L Y29PLE 5/8"
YAEV1C-H2 5/16 .76 .38 2.10 2.49

YAEV1C-H 3/8 .76 .38 2.10 2.49

YAEV1C-H3 1/2 .86 .47 2.10 2.62

CONSULT FACTORY

FOR AVAILABILITY
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TYPE YAEV-H
(Continued)

INSTALLATION TOOLING

BULK Y29NC WIRE

CATALOG WIRE STUD Z Y L HYTOOL STRIP

NUMBER RANGE SIZE C MIN. MAX MAX HYPRESS NEST INDENTOR LENGTH

YAEV25-H1
1/0

MAX. INSUL.
DIA.: .66"
SLEEVE
COLOR:

BLUE

1/4 .83 .43 2.39 2.82
MY28-6*

Y35, Y39
WITH U25ET

DIE SET

DEV25L Y29PLE 11/16"

YAEV25-H2 5/16 .83 .43 2.39 2.82

YAEV25-H 3/8 .83 .43 2.39 2.82

YAEV25-H3 1/2 .88 .47 2.43 2.88

YAEV25-H4 5/8 .88 .62 2.59 3.10

YAEV26-H1
2/0

MAX. INSUL.
DIA.: .73"
SLEEVE
COLOR:
YELLOW

1/4 .94 .48 2.65 3.13
MY28-6*

Y35, Y39
WITH U26ET

DIE SET

DEV26L Y29PLE 13/16"

YAEV26-H2 5/16 .94 .48 2.65 3.13

YAEV26-H 3/8 .94 .48 2.65 3.13

YAEV26-H3 1/2 .94 .48 2.65 3.13

YAEV26-H12 5/8 .94 .62 2.70 3.33

CONSULT FACTORY

FOR AVAILABILITY

* BMY BNCH-MT bench mount adapter available.
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TYPES YAV-R, YAV-RS

HYLUG™

HEAVY DUTY RIGHT-ANGLE
TERMINALS

Factory formed right angle HYLUG connec-
tors made of seamless pure copper tubing.
These rugged terminals withstand the most
severe applications. Inspection hole in barrel
permits visual check of wire insertion. Tin
plated to resist corrosion. Meets requirements
of MIL-T-7928.

DIMENSIONS WIRE
CATALOG WIRE STUD INSTALLATION STRIP
NUMBER RANGE SIZE C L MAX Y MAX Z MIN N TOOLING LENGTH

YAV18-R 22-18 8-10 .31 .35 .54 .25 .16 NON-RATCHET:
Y10D

RATCHET:
Y8MRB-1

MR20
MR8-G98
MR8-9Q

1/4YAV14-RL33
20-14

4-6 .25 .37 .45 .21 .12

YAV14-R 8-10 .31 .38 .57 .25 .16

YAV10-R
12-10

8-10 .38 .55 .58 .25 .19

.23
5/16

YAV10-R3 BOX 1/4 .47 .57 .60 .28

BULK DIMENSIONS IN INCHES INSTALLATION TOOLING WIRE
CATALOG L Y Z HYPRESS Y29NC STRIP
NUMBER WIRE STUD C MAX. MAX. MIN. N HYTOOL NEST INDENTOR LENGTH

YAV8C-RS

8
8-10 .41 1.00 .75 .25 .20

MY28
MY29-11

DV8L-1*

Y29PL

7/16"YAV8C-RS1 1/4 .41 1.00 .79 .28 .20

YAV8C-RS3 3/8 .56 1.00 .85 .34 .20

YAV6C-RS1

6

8-10 .50 1.02 .81 .28 .25

DV6L

1/2"

YAV6C-RS 1/4 .50 1.02 .81 .28 .25

YAV6C-RS4 5/16 .59 1.02 .89 .34 .31

YAV6C-RS2 3/8 .59 1.02 .89 .34 .31

YAV4C-RS3

4

8-10 .53 1.04 .87 .28 .25

DV4L
YAV4C-RS 1/4 .53 1.04 .87 .28 .25

YAV4C-RS4 5/16 .62 1.04 .95 .34 .31

YAV4C-RS2 3/8 .62 1.04 .95 .34 .31

YAV2C-RS1

2
1/4 1.27 1.05 .34 .33 .33

DV2L 5/8"YAV2C-RS2 5/16 .67 1.27 1.05 .34 .33

YAV2C-RS 3/8 .67 1.27 1.05 .34 .33

YAV1C-RS1
1

1/4 .73 1.35 1.15 .34 .33
DV1L 5/8"

YAV1C-RS2 5/16 .73 1.35 1.15 .34 .33

YAV25-RS
1/0

3/8 .82 1.51 1.29 .43 .39
DV25L

Y29PR

11/16"
YAV25-RS3 1/2 .88 1.51 1.32 .47 .44

YAV26-RS
2/0

3/8 .92 1.63 1.40 .47 .39
DV26L 13/16"

YAV26-RS3 1/2 .92 1.63 1.40 .47 .39

YAV27-RS 3/0 3/8 1.02 1.65 1.54 .47 .48
__ __ 7/8"

YAV28-RS 4/0 3/8 1.13 1.80 1.54 .47 .48
* For aircraft applications (Flexible Cable) use die DV8L-1



BURNDY
Compression

B-25

TYPES YAEV-RS

INSULUG™

RIGHT-ANGLE TERMINALS

NYLON-INSULATED

Factory formed right angle INSULUG® con-
nectors made of seamless pure copper tub-
ing. These rugged terminals withstand the
most severe applications. Inspection hole in
barrel permits visual check of wire insertion.
Meets requirements of MIL-T-7928.

INSTALLATION TOOLING
CATALOG WIRE STUD N C Z Y L HYPRESS Y29NC
NUMBER SIZE SIZE MIN. MAX. MAX. HYTOOL NEST INDENTOR LENGTH

YAEV8C-RS 8
MAX. INSUL. DIA.: .258"
SLEEVE COLOR: RED

8-10 .20 .41 .25 .82 1.25
A DEV8L

Y29PLE-1

7/16"
YAEV8C-RS1 1/4 .25 .41 .28 .84 1.25

YAEV6C-RS1 6
MAX. INSUL. DIA.: .313"
SLEEVE COLOR: BLUE

8-10 .25 .50 .28 .88 1.28
B DEV6L 1/2"

YAEV6C-RS 1/4 .25 .50 .28 .88 1.20

YAEV4C-RS 4
MAX. INSUL. DIA.: .374"

SLEEVE COLOR: YELLOW

1/4 .25 .53 .28 .95 1.28
C DEV4L 1/2"

YAEV4C-RS2 3/8 .31 .62 .34 1.02 1.28

YAEV2C-RS1 2
MAX. INSUL. DIA.: .459"
SLEEVE COLOR: RED

1/4 .33 .67 .34 1.13 1.62
D DEV2L

Y29PLE

5/8"
YAEV2C-RS 3/8 .33 .67 .34 1.13 1.62

YAEV1C-RS2 1
MAX. INSUL. DIA.: .516"
SLEEVE COLOR: WHITE

5/16 .33 .73 .34 1.22 1.65
E DEV26L 5/8"

YAEV1C-RS 1/4 .33 .73 .34 1.22 1.65

YAEV25-RS
1/0

MAX. INSUL. DIA.: .564"
SLEEVE COLOR: BLUE

3/8 .39 .81 .43 1.46 1.88 F DEV25L 11/16"

YAEV26-RS
2/0

MAX. INSUL. DIA.: .628"
SLEEVE COLOR: YELLOW

3/8 .39 .92 .47 1.48 2.06 G DEV26 13/16"

A B C D E F G
RATCHET:

M8ND
WITH

N8CET-2 DIE
NON-RATCHET:

MY28-6††
HYDRAULIC:

Y35, Y39 WITH
U8 CET DIE SET

RATCHET:
NON-RATCHET:

MY28-6††
HYDRAULIC:

Y35, Y39 WITH
U6CET

DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U4CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U2CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U1CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U25ET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U26ET
DIE SET

†† BMY BNCH-MT bench mount adapter available.
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TYPE YAEV-RH

INSULUG™

RIGHT-ANGLE TERMINALS,
NYLON-INSULATED

DESIGNED TO 
ACCOMMODATE 
LARGER CONDUCTOR
INSULATION DIAMETERS

Factory formed right angle INSULUG connec-
tors made of seamless pure copper tubing.
These rugged terminals withstand the most
severe applications. Inspection hole in barrel
permits visual check of wire insertion. Tin
plated to resist corrosion. Meets requirements
of MIL-T-7928.

†† BMY BNCH-MT bench mount adapter available.

INSTALLATION TOOLING
CATALOG WIRE STUD N C Z Y L HYPRESS Y29NC
NUMBER SIZE SIZE MIN. MAX. MAX. HYTOOL NEST INDENTOR LENGTH

YAEV8C-RH 8
MAX. INSUL. DIA.: .30"
SLEEVE COLOR: RED

8-10 .20 .41 .25 .87 1.38
A DEV8L

Y29PLE-1

7/16"
YAEV8C-RH1 1/4 .25 .41 .28 .90 1.38

YAEV6C-RH1 6
MAX. INSUL. DIA.: .38"
SLEEVE COLOR: BLUE

8-10 .25 .50 .28 .97 1.43
B DEV6L 1/2"

YAEV6C-RH 1/4 .25 .50 .28 .97 1.43

YAEV4C-RH 4
MAX. INSUL. DIA.: .44"

SLEEVE COLOR: YELLOW

1/4 .25 .53 .28 1.04 1.53
C DEV4L 1/2"

YAEV4C-RH2 3/8 .31 .62 .34 1.11 1.53

YAEV2C-RH1 2
MAX. INSUL. DIA.: .52"

SLEEVE COLOR: WHITE

1/4 .33 .67 .34 1.22 1.88
D DEV2L

Y29PLE

5/8"
YAEV2C-RH 3/8 .33 .67 .34 1.22 1.88

YAEV1C-RH2 1
MAX., INSUL. DIA.: .52"

SLEEVE COLOR: WHITE

5/16 .33 .73 .34 1.32 1.99
E DV26L 5/8"

YAEV1C-RH 1/4 .33 .73 .34 1.32 1.99

YAEV25-RH
1/0

MAX. INSUL. DIA.: .66"
SLEEVE COLOR: BLUE

3/8 .39 .81 .43 1.50 2.29 F DEV25L 11/16"

YAEV26-RH
2/0

MAX. INSUL. DIA.: .73"
SLEEVE COLOR: YELLOW

3/8 .39 .92 .47 1.60 2.42 G DEV26L 13/16"

CONSULT FACTORY

FOR AVAILABILITY

A B C D E F G
RATCHET:

M8ND
WITH

N8CET-2 DIE
NON-RATCHET:

MY28-6††
HYDRAULIC:

Y35, Y39 WITH
U8 CET DIE SET

RATCHET:
NON-RATCHET:

MY28-6††
HYDRAULIC:

Y35, Y39 WITH
U6CET

DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U4CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U2CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U1CET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U25ET
DIE SET

NON-RATCHET:
MY28-6††

HYDRAULIC:
Y35, Y39 WITH

U26ET
DIE SET
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TYPES T-F AND YAD-F

HYLUG™

UNINSULATED 
COMPRESSION TERMINAL,
FORK TONGUE

Type T-F is constructed in the same manner
as the type "T" and employs a fork tongue.

The fork permits rapid installation of the ter-
minal under a screw head without completely
removing the screw. Two or more terminals
may be stacked easily on a common stud.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

.ON.TAC
NOITALLATSNI

GNILOOT

ERIW
PIRTS
HTGNELC .XAML .XAMY .NIMZ

F6-81T

81-22

6-4 82. 86. 55. 52. F6-81DAY
:TEHCTAR-NON

22-01Y,D01Y
:TEHCTAR

1-BRM8Y,9G8RM
02RM

"23/9
F8-81T 8-6 13. 47. 75. 72. F8-81DAY

F01-81T 01-8 73. 47. 85. 92. F01-81DAY

F41-81T 74. 29. 96. 93. F41-81DAY

F6-41T

41-02

6-4 82. 86. 55. 52. F6-41DAY
:TEHCTAR-NON

22-01Y,D01Y
:TEHCTAR

1-BRM8Y,89G8RM
02RM

"23/9
F8-41T 8-6 13. 47. 75. 72. F8-41DAY

F01-41T 01-8 73. 47. 85. 92. F01-41DAY

F41-41T 74. 29. 96. 93. F41-41DAY

F6-01T

01-21

6-4 82. 47. 16. 52. F6-01DAY
:TEHCTAR-NON

22-01Y,D01Y
:TEHCTAR

1-BRM8Y,89GRM
02RM

"23/11
F8-01T 8-6 13. 08. 36. 72. F8-01DAY

F01-01T 01-8 14. 78. 86. 23. F01-01DAY

F41-01T 05. 00.1 57. 93. F41-01DAY

ELECTRO-TIN
PLATED

BEVELED
ENTRY

LONG
NECK

FORKED
TONGUE

BRAZED
SEAM

DEEP “V” GROOVE
INNER SERRATIONS
AND INSPECTION HOLE

LONG
BARREL
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TYPES YAV-T-F- BOX
AND YAV-T-F

HYLUG™

SEAMLESS UNINSULATED
COMPRESSION 
FORK TONGUE TERMINAL

The type YAV-T-F HYLUG is a seamless
heavy duty uninsulated compression fork-
tongue terminal manufactured from electro-
lytic copper for use on copper commercial
(code) cable, Type AN aircraft cable and extra
flexible conductors.

The seamless design produces a double thick
tongue and the seamless barrel provides a
strong highly reliable connection.

All the benefits of the Type YAV apply for the
same wire sizes.

INSPECTION
HOLE

ELECTRO-TIN
PLATED

DOUBLE THICK
FORK TONGUE

WIRE SIZE

SEAMLESS
BARREL

BEVELED
ENTRY

CRIMP

Features and Benefits

• Fork tongue.
◊ Allows installation of compression 

terminal under screw head without 
complete removal of the screw.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

.ON.TAC
NOITALLATSNI

GNILOOT
ERIW
PIRTS
HTGNELC

L
.XAM

Y
.XAM

Z
.NIM

XOBF91T-81VAY
81-22

6-4 13. 08. 55. 52. F91T-81VAY

:TEHCTARNON
22-01Y,D01Y

:TEHCTAR
,Q9-8RM,89G-8RM

1-BRM8Y,02RM

"23/9
XOBF12T-81VAY 01-8 73. 08. 55. 52. F12T-81VAY

XOBF23T-41VAY
41-02

6-4 13. 08. 75. 52. F23T-41VAY
"23/9

XOBF43T-41VAY 01-8 73. 28. 06. 62. F43T-41VAY

XOBF12T-01VAY
01-21

01-8 83. 19. 96. 62. F12T-01VAY
"61/7

XOBF32T-01VAY 47. 00.1 57. 43. F32T01VAY1/4"
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TYPE YAV-H-F BOX;
YAV-H-F AND YAV-Z

HYLUG™

UNINSULATED 
COMPRESSION TERMINAL
FORK TONGUE WITH
SHROUD SEAMLESS

The type "YAV-H-F" HYLUG is a seamless
heavy duty uninsulated compression fork
tongue terminal with a shroud for an insula-
tion grip and cable support. Manufactured
from electrolytic copper tubing for use on cop-
per commercial (code) cable, Type "AN" air-
craft and extra flexible conductors.

The seamless tubing produces a double thick
tongue while the seamless barrel design pro-
vides a very strong connector for very
demanding applications that require highly
reliable connections.

In addition to the benefits described for the
YAV box series of connectors the YAVH-F Box
and YAV-Z terminals provide the following
benefits.

DIMENSIONS WIRE

CATALOG WIRE STUD MAX. INSUL. L Y Z BULK INSTALLATION STRIP

NUMBER FIG. RANGE SIZE DIA. ACOM. C MAX. MAX. MIN. CAT. NO. TOOLING LENGTH

YAV18-H6F BOX 1

22-18

4-6 .120 .25 .89 .80 .19 YAV18-H6F PLIER
Y10D*, Y14MV,

Y10-22*
RATCHET:
MR8-G98
MR8-9Q,

Y8MRB-1*,
MR20, M8ND
AND Y8ND

WITH N14HT-5
DIE

YAV18-H19F BOX 1 4-6 .120 .30 .97 .75 .21 YAV18-H19F

YAV18-H21F BOX 1 8-10 .120 .37 .97 .76 .22 YAV18-H21F

YAV14-Z5 BOX 2 4-6 .150 .31 .89 .69 .13 YAV14-Z5

YAV14-H32F BOX 1 4-6 .150 .30 .96 .78 .23 YAV14-H32F 1/4"

7/16"

YAV14-H56F BOX 1 6-8 .150 .30 .96 .78 .23 YAV14-H56F

YAV14-H34F BOX 1 20-14 8-10 .150 .37 .96 .78 .23 YAV14-H34F

YAV14-HF BOX 1 8-10 .150 .31 .96 .78 .23 YAV14-HF

YAV14-Z6 BOX 2 8-10 .150 .37 1.04 .78 .21 YAV14-Z6

YAV10-HF BOX 1 12-10 8-10 .192 .38 1.07 .92 .24 YAV10-HF N10HT DIE

Features and Benefits

• Fork tongue.
◊ Allows installation of compression termi-

nal under screw head without complete
removal of the screw thereby lowering
installation costs.

• Flanged fork tongue.
◊ Allows installation of compression termi-

nal under screw head without complete
removal of the screw plus aids in main-
taining the terminal on the stud should
the screw loosen slightly.

SEAMLESS
BARREL

ELECTRO-TIN
PLATED

DOUBLE THICK
TONGUE

CRIMP

INSPECTION
HOLE

FLANGED 
FORK TONGUE

CRIMP

WIRE RANGE

INSULATION 
GRIP AND 
CABLE SUPPORT

SEAMLESS
BARREL

ELECTRO-TIN
PLATED

DOUBLE THICK
TONGUE

CRIMP

INSPECTION
HOLE

FLANGED 
FORK TONGUE

CRIMP

WIRE RANGE

INSULATION 
GRIP AND 
CABLE SUPPORT

Fig. 1

Fig. 2

* Crimps conductor crimp only.
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TYPES TN-F, YAE-F
AND YAES-F

INSULUG™

TERMINAL - NYLON 
INSULATED, FORK TONGUE

300 VOLT MAX. 105°C MAX

The type TN-F, nylon insulated fork tongue
terminal has the same high quality as the TN.
It is designed to meet the heavy-duty require-
ments of industrial and utility applications.

Used on both power and control circuits for
wire sizes #26 AWG through #10 AWG. The
TN-F provides high dielectric strength and
stability in oily conditions.

The TN-F is identical to the TN with the addi-
tion of a fork tongue which allows installation
without complete removal of its supporting
screw.

Features and Benefits

• Fork tongue.
◊ Provides faster and easier installation 

by permitting insertion under the screw
head without completely removing it.

TIN
PLATED

FORK
TONGUE

BRAZED
SEAM

WIRE CRIMP INSULATION
CRIMP SMOOTH

FUNNEL
ENTRY

DEEP “V”
SERRATIONS

* These sizes not UL listed.
** Or other tool conforming to military specification MS25037 or MS90413

DIMENSIONS WIRE

CATALOG WIRE STUD BULK INSTALLATION STRIP
NUMBERS RANGE SIZES C L MAX. Y MAX. Z MIN. CAT. NO. TOOLING LENGTH

TN20-2F* 26-20 MAX. INSUL.
DIA. ACCOM.: .098

COLOR CODE: AMBER

1-2 .18 .73 .65 .24 ___ M8ND WITH
N14HET-25V1

DIE SET
3/16"

TN20-6F* 4-6 .28 .80 .70 .28 ___

TN18-6F 22-18
MAX. INSUL.

DIA. ACCOM.: .120
COLOR CODE: RED

4-6 .28 .79 .65 .24 YAES18N1F

NON-RATCHET:
Y10D

Y10-22

RATCHET:
MR8-83**

MR18

7/32"
TN18-8F 6-8 .31 .84 .67 .26 YAES18N49F

TN18-10F 8-10 .37 .84 .68 .27 YAES18N3F

TN18-14F .47 1.03 .79 .38 YAES18N50F

TN14-6F 16-14
MAX. INSUL.

DIA. ACCOM.: .153
COLOR CODE: BLUE

4-6 .28 .79 .65 .24 YAES14N6F

7/32"
TN14-8F 6-8 .31 .84 .67 .26 YAES14N53F

TN14-10F 8-10 .37 .84 .68 .27 YAES14N8F

TN14-14F .47 1.03 .79 .38 YAES14N54F

TN10-6F 12-10
MAX. INSUL.

DIA. ACCOM.: .209
COLOR CODE: YELLOW

4-6 .28 .96 .82 .24 YAES10N11F

11/32"
TN10-8F 6-8 .31 1.01 .84 .26 YAES10N56F

TN10-10F 8-10 .41 1.09 .89 .31 YAES10N12F

TN10-14F .50 1.21 .96 .38 YAES10N57F
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TYPES YAE-N-F 
BOX AND YAE-N-F

INSULUG™

TERMINAL - 
NYLON INSULATED, 
FORK TONGUE

MULTI-FINGER 
INSULATION GRIP

300 VOLT MAX. 105°C MAX

INSULUG  type YAE-N-F nylon insulated ter-
minals are designed with a Multi-Finger
Insulation grip, are rated 105°C and are sup-
plied with a fork tongue for easy terminal
insertion and removal.

FORK
TONGUE

ELECTRO-TIN
PLATED

WIRE SIZE

MULTI-FINGER
INSULATION GRIPS
AND CABLE SUPPORT

FUNNEL
ENTRY

INSULATION
CRIMP

WIRE
CRIMPDEEP “V”

SERRATIONS

Features and benefits

• Fork tongue.
◊ Permits rapid easy installation of the 

terminal under the screw head without
complete removal of the screw.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

GOLATAC
REBMUN

NOITALLATSNI
GNILOOT

EPAT
DETNUOM

.ONGOLATAC
leeR/0002

NOITALLATSNI
GNILOOT

ERIW
PIRTS
HTGNEL

C
L

XAM
Y

XAM
Z
NIM

•XOBF56N22EAY .LUSNI.XAM02-42
"890.:.AID

:ROLOCEVEELS
REBMA

2-1 81. 37. 56. 42. •F56N22EAY :TEHCTAR
DN8Y,DN8M
1V52TEH41N

EID

•MF56N22EAY MFT
HTIW

1D11MFD
EID

"23/5
•XOBF66N22EAY 6-4 82. 08. 07. 82. •F66N22EAY •MF66N22EAY

XOBF06N81EAY

61-22
.LUSNI.XAM

"521.:.AID
:ROLOCEVEELS

DER

4 12. 29. 37. 42. F06N81EAY :TEHCTAR-NON
ROD01Y

1-T33-8RM:TEHCTAR
DN8Y,DN8M

EHTFOENOHTIW
SEIDGNIWOLLOF

1V52-TEH41N
9-TE01N

51-TEH41N

MF06N81EAY

MFT
HTIW

1D01MFD
EID

"61/3
XOBF34G81EAY 52. 87. 86. 91. F34G81EAY MF34G81EAY

XOBF65N81EAY 82. 38. 67. 32. F65N81EAY MF65N81EAY

XOBF75N81EAY 8-6 13. 69. 87. 92. F75N81EAY MF75N81EAY

XOBF67N41EAY
41-61

.LUSNI.XAM
"651.:.AID

:ROLOCEVEELS
EULB

6-4 82. 78. 67. 62. F67N41EAY :TEHCTAR-NON
-01YROD01Y

22
RO

:TEHCTAR
1T33-8RM

MF67N41EAY
MFT
HTIW

1D9MFD
EID

"61/3XOBF77N41EAY 8-6 13. 69. 87. 92. F77N41EAY MF77N41EAY

XOBF87N41EAY 01-8 63. 10.1 38. 43. F87N41EAY MF87N41EAY

• Not UL recognized.
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TYPES TP-F 
AND BA-EF

VINYLUG™

TERMINAL - 
POLYVINYLCHLORIDE 
INSULATED, FORK TONGUE

600 VOLT MAX. 105°C MAX

The Type TP-F is a fork tongue variation of
the TP design and makes installation easier.

Features and Benefits

• Fork tongue design.
◊ Faster installation-screw needs only to

be loosened for termination.

• UL and CSA listed with MR-8-89-1 and MR15.
* 1000/Reel.

DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STUD CATALOG INSTALLATION CATALOG NO. INSTALLATION STRIP
NUMBER RANGE SIZE C L MAX Y MAX Z MIN NUMBER  TOOLING 2000/Reel TOOLING LENGTH

   TP16-2F
22-16

MAX. INSUL.
DIA. ACCOM.: .145

COLOR CODE: RED

1-2 .17 .75 .66 .23  BA16EF2

PLIER TYPE:
Y10-22

RATCHET
TOOL:

MR8-89-1
MR15

    BA16EF2M TFM
WITH

DFM3-1
DIE

13/64"
   TP16-6F 4-6 .28 .80 .66 .23  BA16EF6     BA16EF6M
   TP16-8F 6-8 .31 .86 .69 .26  BA16EF8     BA16EF8M
   TP16-10F 8-10 .41 .95 .75 .31  BA16EF10     BA16EF10M
   TP14-2F

16-14
MAX. INSUL.

DIA. ACCOM.: .180
COLOR CODE: BLUE

1-2 .17 .75 .66 .23  BA14EF2     BA14EF2M TFM
WITH

DFM2-1
DIE

13/64"
   TP14-6F 4-6 .28 .80 .66 .23  BA14EF6     BA14EF6M
   TP14-8F 6-8 .31 .86 .69 .26  BA14EF8     BA14EF8M
   TP14-10F 8-10 .41 .95 .75 .31  BA14EF10     BA14EF10M
   TP10-6F 12-10

MAX. INSUL.
DIA. ACCOM.: .260

COLOR CODE: YELLOW

4-6 .28 .95 .81 .26  BA10EF6   * BA10EF6M TFM
WITH

DFM1D5 DIE
19/64"   TP10-8F 6-8 .31 .98 .81 .26  BA10EF8   * BA10EF8M

   TP10-10F 8-10 .41 1.07 .87 .31  BA10EF10   * BA10EF10M

•

TIN
PLATED

FORK
TONGUE

WIRE SIZE
RANGE

WIRE
CRIMP

EXPANDED SHROUD
INSULATION CRIMP

SMOOTH
ENTRY

COLOR CODED
INSULATION

DEEP “V”
SERRATIONS
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TYPES YAE-Z BOX
AND YAE-Z

INSULUG™

TERMINAL - 
NYLON INSULATED, 
FLANGED FORK

MULTI-FINGER 
INSULATION GRIP

300 VOLT MAX. 105°C MAX

INSULUG type YAE-Z is identical to type 
YAE-N and employs a flanged fork tongue for
faster installation while maintaining security if
supporting screw becomes loose.

Features and benefits

• Flanged fork.
◊ Permits rapid, easy installation of the 

terminal under the screw head without
complete removal of the screw.
Additionally, it may not be removed with
only a slight loosening of the screw.

GOLATAC
REBMUN

ERIW
EGNAR

DUTS
EZIS

SNOISNEMID
KLUB

GOLATAC
REBMUN

NOITALLATSNI
GNILOOT

EPAT
DETNUOM

.ONGOLATAC
leeR/0002

NOITALLATSNI
GNILOOT

ERIW
PIRTS
HTGNELC

Z
XAM

Y
XAM

L
XAM

XOB1Z22EAY .LUSNI.XAM02-62
"890.:.AID

:ROLOCEVEELS
REBMA

2-1 81. 42. 56. 57. 1Z22EAY DN8Y,DN8M
HTIW

EID1V52-EH41N
22-01Y,D01Y

M1Z22EAY MFT
HTIW

1D11MFD
EID

"23/5XOB2Z22EAY 6-4 82. 82. 07. 38. 2Z22EAY M2Z22EAY

XOB3Z22EAY 8-6 13. 03. 27. 29. 3Z22EAY M3Z22EAY

XOB1Z81EAY 61-22
.LUSNI.XAM
:.MOCCA.AID

)521(
:EDOCROLOC

DER

2-1 81. 22. 37. 38. 1Z81EAY

1-T33-8RM
DN8Y,DN8M

EHTFOENOHTIW
SEIDGNIWOLLOF

51-TEH41N
9-TEH01N

22-01Y,D01Y

M1Z81EAY MFT
HTIW

1D01MFD
EID

"61/3
XOB2Z81EAY 6-4 82. 62. 67. 00.1 2Z81EAY M2Z81EAY

XOB3Z81EAY 8-6 13. 92. 87. 00.1 3Z81EAY M3Z81EAY

XOB4Z81EAY 01-8 63. 43. 38. 80.1 4Z81EAY M4Z81EAY

XOB2Z41EAY 41-61
.LUSNI.XAM
:.MOCCA.AID

)651(
:EDOCROLOC

EULB

6-4 82. 62. 67. 09. 2Z41EAY M2Z41EAY
MFT
HTIW

EID1D9MFD
"61/3XOB3Z41EAY 8-6 13. 92. 87. 00.1 3Z41EAY M3Z41EAY

XOB4Z41EAY 01-8 63. 43. 38. 80.1 4Z41EAY M4Z41EAY

XOB2Z21EAY .LUSNI.XAM21-41
:.MOCCA.AID

)081(
:EDOCROLOC

NEERG

6-4 82. 72. 09. 40.1 2Z21EAY 1-T338RM
DN8Y,DN8M

1-TEH21NHTIW
22-01Y,D01Y

M2Z21EAY MFT
HTIW

EID1D7MFD
"46/12XOB3Z21EAY 8-6 13. 23. 69. 61.1 3Z21EAY M3Z21EAY

XOB4Z21EAY 01-8 63. 53. 00.1 32.1 4Z21EAY M4Z21EAY

• Not UL recognized.

MULTI-FINGER
INSULATION GRIPS
AND CABLE SUPPORT

WIRE SIZE

ELECTRO-TIN
PLATED

FLANGED
FORK

DEEP “V”
SERRATIONS

WIRE CRIMP

INSULATION
CRIMP

FUNNEL
ENTRY
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TYPES TP-Z 
AND BA-EZ

VINYLUG™

TERMINAL - 
POLYVINYLCHLORIDE 
INSULATED, FLANGED 
FORK TONGUE

600 VOLT MAX. 105°C MAX

VINYLUG Type TP-Z is a variation of the Type
TP and employs a flanged fork tongue for fast
installation and security.

Features and Benefits

• Flange fork tongue design.
◊ Allows fast installation—screw only has 

to be loosened for termination.
• The flanges on the end of the fork terminal 

aid in preventing a slightly loose terminal
from becoming fully disconnected from 
the screw.
◊ Flanges make re-securing a loose 

terminal easier.

DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STU CATALOG INSTALLATION CATALOG NO. INSTALLATION STRIP
NUMBER RANGE SIZE C L MAX Y MAX Z MIN NUMBER TOOLING 2000/Reel TOOLING LENGTH

    TP16-2Z
22-16

MAX. INSUL.
DIA. ACCOM.: .145

COLOR CODE: RED

1-2 .17 .78 .66 .23 BA16EZ2

PLIER TYPE:
Y10-22

RATCHET
TOOL:

MR8-89-1
MR15

  BA16EZ2M TFM
WITH

DFM3-1
DIE

13/64"
    TP16-6Z 4-6 .28 .83 .66 .23 BA16EZ6   BA16EZ6M
    TP16-8Z 6-8 .31 .88 .69 .26 BA16EZ8   BA16EZ8M
    TP16-10Z 8-10 .41 .96 .75 .31 BA16EZ10   BA16EZ10M
    TP14-2Z

16-14
MAX. INSUL.

DIA. ACCOM.: .180
COLOR CODE: BLUE

1-2 .17 .78 .66 .23 BA14EZ2   BA14EZ2M TFM
WITH

DFM2-1
DIE

13/64"
    TP14-6Z 4-6 .28 .83 .66 .23 BA14EZ6   BA14EZ6M
    TP14-8Z 6-8 .31 .88 .69 .26 BA14EZ8   BA14EZ8M
    TP14-10Z 8-10 .41 .96 .75 .31 BA14EZ10   BA14EZ10M
    TP10-6Z 12-10

MAX. INSUL.
DIA. ACCOM.: .260

COLOR CODE: YELLOW

4-6 .28 .99 .81 .26 BA10EZ6 * BA10EZ6M TFM
WITH

DFM1D5 DIE
19/64"    TP10-8Z 6-8 .31 1.01 .81 .26 BA10EZ8 * BA10EZ8M

    TP10-10Z 8-10 .41 1.09 .81 .31 BA10EZ10 * BA10EZ10M

* 1000/Reel.

EXPANDED SHROUD
INSULATION
CRIMP

WIRE
CRIMP

WIRE SIZE
RANGE

FLANKED
FORK

TIN PLATED

DEEP “V”
SERRATIONS

FUNNEL
ENTRY
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TYPES TP-LF AND
BA-EL

VINYLUG™

TERMINAL - 
POLYVINYLCHLORIDE 
INSULATED, 
LOCKING FORK TONGUE

600 VOLT MAX. 105°C MAX

Type TP-LF is a variation of the Type TP
design and employs a locking fork tongue for
fast installation and security.

• UL and CSA listed with MR8-89-1 and MR15.
* 1000/Reel.

Features and Benefits

• Locking fork tongue design.
◊ Allows fast installation—screw only has 

to be loosened for termination.
• Internal configuration of the fork.

◊ Prevents the terminal from coming 
off the screw without applying a 
pulling force.

• Locking fork is made from a copper alloy.
◊ Permits many installations while main-

taining proper spring retention of forks.

LOCKING
FORK

WIRE SIZE
RANGE

WIRE
CRIMP

EXPANDED SHROUD
INSULATION CRIMP

COLOR CODED
INSULATION

DEEP “V”
SERRATIONSTIN PLATED

DIMENSIONS BULK TAPE MOUNTED WIRE
CATALOG WIRE STUD CATALOG INSTALLATION CATALOG NO. INSTALLATION STRIP
NUMBER RANGE SIZE C L MAX Y MAX Z MIN NUMBER  TOOLING 2000/Reel TOOLING LENGTH

  TP16-2LF
22-16

MAX. INSUL.
DIA. ACCOM.: .145

COLOR CODE: RED

1-2 .17 .75 .66 .23 BA16EL2

PLIER TYPE:
Y10-22

RATCHET
TOOL:

MR8-89-1
MR15

  BA16EL2M TFM
WITH

DFM3-1
DIE

13/64"
  TP16-6LF 4-6 .28 .80 .66 .23 BA16EL6   BA16EL6M
  TP16-8LF 6-8 .31 .86 .69 .26 BA16EL8   BA16EL8M
  TP16-10LF 8-10 .41 .95 .75 .31 BA16EL10   BA16EL10M
  TP14-2LF

16-14
MAX. INSUL.

DIA. ACCOM.: .180
COLOR CODE: BLUE

1-2 .17 .75 .66 .23 BA14EL2   BA14EL2M TFM
WITH

DFM2-1
DIE

13/64"
  TP14-6LF 4-6 .28 .80 .66 .23 BA14EL6   BA14EL6M
  TP14-8LF 6-8 .31 .86 .69 .26 BA14EL8   BA14EL8M
  TP14-10LF 8-10 .41 .95 .75 .31 BA14EL10   BA14EL10M
  TP10-6LF 12-10

MAX. INSUL.
DIA. ACCOM.: .260

COLOR CODE: YELLOW

4-6 .28 .95 .81 .26 BA10EL6 * BA10EL6M TFM
WITH

DFM1D5 DIE
19/64"  TP10-8LF 6-8 .31 .98 .81 .26 BA10EL8 * BA10EL8M

  TP10-10LF 8-10 .41 1.07 .87 .31 BA10EL10 * BA10EL10M

•
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TYPE QM FINGRIP™

UNINSULATED MALE QUICK
DISCONNECT TERMINAL

Chamfered barrel opening assures quick and
easy wire insertion. Dimpled  male tab detent
ensure firm grip.

TYPE Q-F FINGRIP™

UNINSULATED FEMALE
QUICK DISCONNECT 
TERMINAL

Chamfered barrel opening assures quick and
easy wire insertion. Dimpled female socket
detent ensure firm grip.

NEMA DIMENSIONS
CATALOG WIRE TAB C D MIN. N L HAND
NUMBER RANGE SIZE TOOL

Q18M187D 22-18
STRIP LENGTH: 7/32"

.187  X .020 .187 .250 .125 .54
Y10D

Q18M250D .250 X .032 .250 .312 .162 .67

Q14M187D 16-14
STRIP LENGTH: 7/32"

.187 X .020 .187 .250 .125 .54
Y10D

Q14M250D .250 X .032 .250 .312 .162 .67

Q10M250D
12-10

STRIP LENGTH: 5/16"
.250 X .032 .250 .352 .178 .84 Y10D

NEMA DIMENSIONS
CATALOG WIRE TAB C D L HAND
NUMBER RANGE SIZE TOOL

Q18F187D 22-18
STRIP LENGTH: 9/32"

.187  X .020 .233 .250 .59
Y10D

Q18F250D .250 X .032 .300 .300 .64

Q14F187D 16-14
STRIP LENGTH: 9/32"

.187 X .020 .233 .250 .59
Y10D

Y10D

Q14F250D .250 X .032 .300 .300 .64

Q10F250D
12-10

STRIP LENGTH: 3/8"
.250 X .032 .300 .300 .72
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TYPE 21- OPEN 
BARREL

OPEN BARREL TERMINALS

FINGRIP™ FEMALE 
QUICK DISCONNECTS

Quick disconnect connectors are provided
either bare brass or pre-tin plated. Provided
with insulation support capability where indi-
cated. Fits standard NEMA tab sizes.

Fig. 1 Fig. 3Fig. 2

CATALOG NEMA TAB INSULATION F I G .
NUMBER WIRE RANGE SIZE GRIP DIAMETER FINISH B C G L NO.

21057-00 .110X.020 .060-.110 NATURAL

21220-02
22-18

.110X.032 .090-.135 TIN
.215 .500

.250
.560 1

21052-02 TIN .245 .590 2

21110-02 .187X.020 TIN

21110-00
20-16

.090-.130 NATURAL .250
.250

.190 .350 3

21111-02 .187X.032 TIN

21049-02 22-18 .205X.020 TIN .245 .250 .250 .590 2

21045-02 .060-.100 TIN .700

21071-00 NATURAL

21071-02
22-18 .250X.032

.090-.130 TIN
.300 .300 .300

.750
2

21046-02 TIN

21047-02 TIN

21047-00 NATURAL
.300 .700

21070-02
18-14 .250X.032 .110-.170

TIN .360
.300 .300

.750

2

21070-00 NATURAL .360

CONSULT FACTORY

FOR AVAILABILITY
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TYPE PQ

FEMALE FINGRIP™

THREE PIECE VINYL-
INSULATED

MATERIAL: BRASS

An inner copper sleeve provides wire support
against vibration and flexing.

LOOSE PIECES TAPE MOUNTED WIRE
CATALOG WIRE MATERIAL DIMENSIONS BULK HAND CATALOG NO. TFM STRIP
NUMBER RANGE AND FINISH D L MAX C CATALOG NO. TOOL 2000/Reel CRIMP DIE LENGTH

    PQ18R257D 22-18 MAX. INSUL.
DIA.: .135"

SLEEVE COLOR: RED

Brass
.30 .85 .30

PQ18R257B

MR8-92*
Y10D

Y10-22

PQ18R257M
DFM13D1

9/32"
    PQ18R258D Tin plated brass PQ18R258B PQ18R258M

    PQ14R257D 16-14 MAX. INSUL.
DIA.: .160"

SLEEVE COLOR: BLUE

Brass
.30 .85 .30

PQ14R257B PQ14R257M
DFM12D1

    PQ14R258D Tin plated brass PQ14R258B PQ14R258M

    PQ10R258D
12-10 MAX. INSUL.

DIA.: .250"
SLEEVE COLOR: YELLOW

Tin plated brass .30 1.00 .30 PQ10R258B
MR10D*
Y10-22
Y10D

PQ10R258M DFM16D1 3/8"

LOOSE PIECE TAPE MOUNTED WIRE
CATALOG WIRE MATERIAL DIMENSIONS BULK HAND CATALOG NO. TFM STRIP
NUMBER RANGE AND FINISH D L MAX C CATALOG NO. TOOL 2000/Reel CRIMP DIE LENGTH

     PQ18R187D 22-18 MAX. INSUL.
DIA.: .135"

SLEEVE COLOR: RED

Brass

.25 .76 .23

PQ18R187B

MR8-92*
Y10D

Y10-22

PQ18R187M
DFM13D1

9/32"
     PQ18R188D Tin plated brass PQ18R188B PQ18R188M

     PQ14R187D 16-14 MAX. INSUL.
DIA.: .160"

SLEEVE COLOR: BLUE

Brass PQ14R187B PQ14R187M

PQ14R188M
DFM121

     PQ14R188D Tin plated brass PQ14R188B

MATES WITH .250 X .032 NEMA TAB

Recognized under the Component Program of Underwriter's Laboratories, Inc.
*PQ10 -- M Wound 1,000/Reel

Recognized under the Component Program of Underwriter's Laboratories, Inc.
* UL Recognized when installed with MR8-92 or MR10D & MR10D2 Tools Only.

MATES WITH .187 X .020 NEMA TAB
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TYPE QP-F/PQ-R256

FEMALE FINGRIP™

VINYL INSULATED QUICK 
DISCONNECT TERMINALS

Easy entry shroud has smooth funnel which
assures no hang up wire insertion. Color
coded for quick and easy identification. Two
piece construction.

TYPE QP-M

MALE FINGRIP™

VINYL INSULATED QUICK 
DISCONNECT TERMINAL

Easy entry shroud has smooth funnel which
assures no hang up wire insertion. Color
coded for quick and easy identification. Two
piece construction.

MATES   WITH QP-M

NEMA MAX. DIMENSIONS

HAND
TOOL

CATALOG WIRE TAB INSUL. C D L
NUMBER RANGE SIZE DIA. MAX

QP18F187D 22-18
STRIP LENGTH: 3/8"

SLEEVE COLOR: RED

.187  X .020 .125 .233 .250 .87
Y10D

*PQ18R256D .250 X .032 .125 .300 .300 .85

QP14F187D 16-14
STRIP LENGTH: 3/8"

SLEEVE COLOR: BLUE

.187 X .020 .160 .233 .250 .87
Y10D

PQ14R256D .250 X .032 .160 .300 .300 .85

QP10F250D
12-10

STRIP LENGTH: 15/32"
SLEEVE COLOR: YELLOW

.250 X .032 .265 .300 .300 1.04 Y10D

NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL FIG. C D N L HAND
NUMBER RANGE SIZE DIA. NO. MIN. TOOL

QP18M187D 22-18
STRIP LENGTH: 5/16"
SLEEVE COLOR: RED

.187  X .020 .124 1 .187 .250 .125 .83
Y10D

QP18M250D .250 X .032 .160 1 .250 .312 .162 .95

QP14M187D 16-14
STRIP LENGTH: 5/16"

SLEEVE COLOR: BLUE

.187 X .020 .195 1 .187 .250 .125 .83
Y10D

Y10D

QP14M250D .250 X .032 .195 1 .250 .312 .162 .95

QP10M250D
12-10

STRIP LENGTH: 3/8"
SLEEVE COLOR: YELLOW

.250 X .032 .265 2 .250 .352 .178 1.12

Fig. 1

Fig. 2

* UL Recognized
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TYPE NQ-F

FEMALE FINGRIP™

NYLON INSULATED QUICK
DISCONNECT TERMINAL

Smooth copper funnel wire entry greatly
reduces the possibility of wire stubbing and
provides maximum  wire support.

TYPE NQ-M

MALE FINGRIP™

NYLON INSULATED QUICK
DISCONNECT TERMINAL

Smooth copper funnel wire entry greatly
reduces the possibility of wire stubbing and
provides maximum wire support.

NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL. C D L HAND
NUMBER RANGE SIZE DIA. TOOL

NQ18F187D 22-18
STRIP LENGTH: 9/32"
SLEEVE COLOR: RED

.187  X .020 .118 .233 .250 .85
Y10D

NQ18F250D .250 X .032 .118 .300 .300 .90

NQ14F187D 16-14
STRIP LENGTH: 9/32"

SLEEVE COLOR: BLUE

.187 X .020 .140 .233 .250 .86
Y10D

Y10D

NQ14F250D .250 X .032 .140 .300 .300 .91

NQ10F250D
12-10

STRIP LENGTH: 3/8"
SLEEVE COLOR: YELLOW

.250 X .032 .239 .300 .300 1.06

NEMA MAX. DIMENSIONS
CATALOG WIRE TAB INSUL FIG. C D N L HAND
NUMBER RANGE SIZE DIA. NO. MIN. TOOL

NQ18M187D 22-18
STRIP LENGTH: 9/32"
SLEEVE COLOR: RED

.187  X .020 .118 1 .187 .250 .125 .82
Y10D

NQ18M250D .250 X .032 .146 1 .250 .312 .162 .93

NQ14M187D 16-14
STRIP LENGTH: 9/32"

SLEEVE COLOR: BLUE

.187 X .020 .146 1 .187 .250 .125 .80
Y10D

Y10D

NQ14M250D .250 X .032 .170 1 .250 .312 .162 .93

NQ10M250D
12-10

STRIP LENGTH: 3/8"
SLEEVE COLOR: YELLOW

.250 X .032 .239 2 .250 .352 .178 1.14

Fig. 1

Fig. 2
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TYPE QN-FF AND 
QN-FM FINGRIP™
COUPLERS

NYLON FULLY INSULATED 
MALE/FEMALE COUPLERS

600 V  105°C

Features and Benefits

• Full insulation.
◊ Eliminates the need for post insulation.

• Nylon insulation.
◊ Tough duty 600V rating at 105°C.

• Nema detent.
◊ Insures proper coupler alignment and

secureness.
• Tin plated brass.

◊ Balanced material specifications for
strength and corrosion resistance with
high conductivity.

FEMALE RECEPTACLE COUPLER

WIRE WIRE FITS NYLON STOCK L B D BULK TAPE

CATALOG RANGE RANGE MALE INSUL. THK. MAX. MAX. WIRE INS INSTALLATION CATALOG MOUNTED
NUMBER AWG MM TAB SIZE COLOR RECEPT OD MAX TOOLING NUMBER CATALOG NO.

QN18FF250CD
22-18 .25-1.5

.250 X
.032

RED .018 .89 .38 .165

Y10D*

QN18FF250B QN18FF250M

QN18FF187CD
.187 X
.020

RED .016 .78 .60 .135 QN18FF187B QN18FF187M

QN14FF250CD
16-14 1.0-2.5

.250 X
.032

BLUE .018 .89 .38 .165 QN14FF250B QN14FF250M

QN14FF187CD
.187 X
.020

BLUE .016 .78 .83 .285 QN14FF187B QN14FF187M

QN10FF250CD 12-10 2.6-6.6
.250 X
.032

YELLOW .018 1.04 .38 .275 QN10FF250B QN10FF250M

MALE TAB COUPLER

WIRE WIRE FITS NYLON STOCK L B D BULK TAPE

CATALOG RANGE RANGE FEMALE INSUL. THK. MAX. MAX. WIRE INS CATALOG MOUNTED
NUMBER AWG MM RECEPT. COLOR TAB OD MAX NUMBER CATALOG NO.

QN18MF250CD 22-18 .25-1.5
.250 X
.032

RED .031 .97 .45 .145 QN18MF250B QN18MF250M

QN14MF250CD 16-14 1.0-2.5
.250 X
.032

BLUE .031 .97 .45 .170 QN14MF250B QN14MF250M

QN10MF250CD 12-10 2.6-6.6
.250 X
.032

YELLOW .031 1.12 .46 .255 QN10MF250B QN10MF250M

* For UL listed applications contact factory.
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UNINSULATED
SPLICES
Burndy manufactures several designs of unin-
sulated butt splices. Each type is designed to
meet specific application requirements and
provide a high quality, electrical splice con-
nection that is easily installed. The following
features and benefits apply to all Burndy unin-
sulated splices.

TYPES YSV, YSV-H
AND YSV-L

HYLINK™

UNINSULATED BUTT SPLICE
600 VOLT MAXIMUM

HYLINK type YSV seamless splice connector
is used to splice stranded and solid copper
conductors in virtually all heavy duty industri-
al and general purpose applications.

The type YSV-H HYLINK seamless splice
connector has the added benefit of an insula-
tion support and cable strain relief.

Features and Benefits

• Manufactured from seamless tubing.
◊ A high quality design with no seams 

to split.
• Electrolytic copper.

◊ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

• Electro-tin plated.
◊ Provides durable long lasting resistance

to corrosion.

* Remove stop plate.
� Y2MR for 8 str. only
† Use #10 groove

Use MR8 series tools for (-H) series.

GOLATAC
REBMUN

.GWAEDOCEGNARERIW
.LOSDNA.RTS

NA-TFARCRIA GIF

SNOISNEMID

KLUB
.ON.TAC

NOITALLATSNI
GNILOOT
LOOTYH

ERIW
PIRTS
HTGNELL .AID.XAM

XOB81VSY 81-22
.los&.rts

1 26. -- 81VSY

:TEHCTAR-NON
2201Y,D01Y
:TEHCTAR

,1-BRM8Y,02RM
89G-8RM,*Q9-8RM

"4/1
XOBH-81VSY 2 98. 021. H-81VSY

XOB41VSY .rts41-02
.los21-02

1 46. -- 41VSY
"4/1

XOBH-41VSY 2 49. 051. H-41VSY

XOB01VSY 01-21
.los&.rts

1 57. -- 01VSY
"61/5

XOBH-01VSY 2 60.1 291. H-01VSY

XOBL-C9VSY .rts9 1 57. -- L-C9VSY
:TEHCTAR-NON

82YM
11-92YM,3-92YM

:TEHCTAR
†1-BRM8Y

R�M2Y,*Q9-8RM

"61/5

XOBL-C8VSY .rts8 1 00.1 -- L-C8VSY "61/7

Fig. 1 Fig. 2

SEAMLESS
TUBING

CRIMP

TIN-PLATED
CRIMP

INSPECTION HOLE 
AND WIRE STOP

BEVELED
ENTRY

SEAMLESS
TUBING

CRIMP

TIN-PLATED CRIMP

CABLE SUPPORT

INSPECTION HOLE 
AND WIRE STOP

BEVELED
ENTRY

• Positive center wire stops.
◊ Provides proper depth of wire insertion.

• Marked with wire size.
◊ Provides easy wire size identification.

• The HYLINK splice connectors have
inspection holes.
◊ Provides easy visual inspection for 

proper wire insertion.
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TYPE YSV-L

HYLINK™

UNINSULATED BUTT SPLICE
600 VOLT MAXIMUM

#8 THROUGH 4/0 COPPER

HYLINK type YSV-L seamless splice connec-
tor is used to splice Type AN aircraft cables
plus commercial stranded and solid AWG
conductors. Suitable for aircraft, light duty
industrial and general purpose applications.

* Remove stop plate
• Use Y35P3 Indentor Adaptor.
** Bench Mount Adaptor - Cat. No. BMY-BCH-MT is available for Type MY HYTOOLS.

INSPECTION HOLE
AND WIRE STOP

SEAMLESS
TUBING

ELECTRO-TIN
PLATED CRIMP

CRIMP

BEVELED
ENTRY

WIRE RANGE
AIRCRAFT-AN"
COMM'L-AWG.

STR. & SOL.

INSTALLATION TOOLING Y34PAWIRE

CATALOG DIMENSIONS BULK HYPRESS•  Y35, Y35BH, Y39, Y39BH STRIP
NUMBER L CAT. NO. RATCHET HYTOOL * * NEST INDENTOR LENGTH

YSV8C-L BOX 8 1.00 YSV8C-L
TYPE AH

AIRCRAFT
CABLE
MY28
ALL

OTHERS
MY29-3

MY29-11
1 CRIMP

UV8L-1 Y34PL 7/16"

YSV6C-L BOX 6 1.12 YSV6C-L Y2MR, MR4C UV6L

Y34PL

1/2"
YSV4C-L BOX 4 1.12 YSV4C-L Y2MR, MR4C UV4L 5/8"
YSV2C-L BOX 2 1.41 YSV2C-L Y2MR UV2L 5/8"
YSV1C-L BOX 1 1.46 YSV1C-L -- UV1L 5/8"
YSV25-L BOX 1/0 1.53 YSV25-L -- UV25L

Y34PLA

11/16"
YSV26-L BOX 2/0 1.78 YSV26-L -- UV26L 13/16"
YSV27-L BOX 3/0 1.81 YSV27-L -- UV27L 13/16"
YSV28-L BOX 4/0 1.94 YSV28-L -- UV28L 7/8"
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TYPE YSM

HYLINK™

UNINSULATED 
PARALLEL SPLICE

HYLINK type YSM seamless parallel splice
connector permits wires to be laid parallel
inside the connector and spliced together
with Burndy's compression HYTOOL. Each
YSM connector accommodates a wide com-
bination of round, square, and rectangular
copper conductors that have a total combined
circular mil area listed in the table below. The
conductors to be spliced must physically fit
within title splice without being forced.

GOLATAC
REBMUN

EGNAR.LIMRALUCRIC
SNOISNEMID

GNILOOTNOITALLATSNI

ERW
PIRTS
HTGNEL.NIM .XAM TEHCTAR

LACINAHCEM
LOOTYH

SSERPYH
*HB93Y,HB53Y

L TSEN ROTNEDNI

81MSY 003 909,1 52. *Q9-8RM — — — "61/5

41MSY 774 701,4 52. *Q9-8RM — — — "61/5

01MSY 701,4 083,01 63. QC4RM,*Q9-8RM — — — "61/7

C8MSY 880,6 468,61 14.
QC4RM

RM2Y

11-92YM
RO

82YM
PMIRC)1(

1-L8VU "2/1

C6MSY 083,01 318,62 44. L6VU "2/1

C4MSY 318,62 316,24 05. L4VU QP92Y "61/9

C2MSY 316,24 238,66 26. RM2Y L2VU "61/11

C1MSY 238,66 708,18 26. — L1VU "61/11

52MSY 708,18 011,401 96. — L52VU

6-QP92Y

"4/3

62MSY 011,401 056,331 18. — L62VU "8/7

72MSY 056,331 233,761 18. — L72VU "8/7

82MSY 233,761 459,112 88. — L82VU "61/51

eriW
eziS

aerA
.sliM.riC

diloS
.aiDeriW

).nI(

cirtnecnoC
.xaM.rtS
.)nI(.aiD

hcnuB.xelF
epoRro
.aiDyaL

).xorppAnI(
31
21
11
01

9
8
7
6
5
4
3
2
1
0/1
0/2
0/3
0/4

8715
0356
4328
08301

0903
01561
02802
05262
00133
04714
04625
07366
09638
005501
001331
008761
006112

69170.
18080.
47090.
9101.
4411.
5821.
3341.
0261.
9181.
3402.
4922.
6752.
3982.
9423.
8463.
6904.
0064.

-
1390.

-
711.
231.
841.
661.
681.
902.
532.
462.
792.
333.
473.
024.
274.
035.

-
101.

-
621.
641.

261.-751.
691.-971.
512.-702.
042.-532.
962.-362.
503.-912.
733.-913.
673.-763.
324.-144.
805.-005.
675.-945.
546.-316.

eriW
eziS

aerA
.sliM.riC

diloS
.aiDeriW

).nI(

cirtnecnoC
.xaM.rtS
.)nI(.aiD

hcnuB.xelF
epoRro
.aiDyaL

).xorppAnI(
03
92
82
72
62
52
42
32
22
12
02
91
81
71
61
51
41

5.001
7.621
8.951
5.102
1.452
4.023
0.404
5.905
4.246
1.018
2201
8821
4261
8402
3852
7523
7014

300010.
62110.
46210.
02410.
49510.
09710.
01020.
75220.
53520.
54820.
69130.
98530.
03040.
62540.
28050.
70750.
80460.

210.
-

510.
-

910.
-

420.
-

030.
-

830.
-

0640.
-

5850.
-

5370.

SEAMLESS
TUBING

CRIMPELECTRO-TIN
PLATED

BEVELED
ENTRY

* Remove stop plate.
• Use Y35P   INDENTOR ADAPTER, with Y35BH and Y39BH HYPRESSES.
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TYPES YSES-K

INSULINK™

RADIATION RESISTANT 
INSULATED BUTT SPLICE 

POLYVINYLIDENE FLOURIDE
(PVF2) INSULATED

200 MEGARADS - 60°C
THROUGH 150°C, 600 VOLT

The type YSES-K radiation resistant KYNAR
insulated splices are suitable for class 1E
applications plus non critical nuclear associ-
ated applications. The splice is manufactured
from pure electrolytic copper seamless tubing
which eliminates potential splitting of seams.
A color code stripe is used for wire size iden-
tification and a window is provided for inspec-
tion of proper wire insertion.

DIMENSIONS WIRE

CATALOG WIRE COLOR MAX. INSUL. L INSTALLATION STRIP

NUMBER RANGE STRIPE DIA. ACCOM. MAX. TOOLING LENGTH

YSES18K 22-18 RED .112 1.00

RATCHET TOOL: MR10G8*
RED GROOVE

CALIBRATION GAUGE:
PG-373-1

CRIMP ID. MARK:
(1) SMALL DOT

3/16"

YSES14K 16-14 BLUE .153 1.00

RATCHET TOOL: MR10G8*
BLUE GROOVE

CALIBRATION GAUGE:
PG-371-1

CRIMP ID. MARK:
(2) SMALL DOT

3/16"

YSES10K 12-10 YELLOW .210 1.38

RATCHET TOOL: MR10G8*
YELLOW GROOVE

CALIBRATION GAUGE:
PG-372-1

CRIMP ID. MARK:
(1) LARGE DOT

7/16"

* Remove terminal locator from tool when installing INSULINK splices.
KYNAR® is the registered trademark for Pennwalt Corp. for Polyvinyllidene Flouride (PFV2)

INSPECTION
WINDOW

INTEGRAL METAL
CABLE SUPPORT
AND STRAIN RELIEF

COLOR CODED
INSULATOR

SEAMLESS
ELECTRO-TIN 
PLATED SPLICE

KYNAR
INSULATED

SMOOTH
FUNNEL
ENTRY
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• Expanded insulation support.
◊ Lower inventory requirements.

• Red wire range of 22-16.
◊ Lower inventory requirements.

• Vinyl insulator.
◊ Economical means of providing 

high dielectric values and cable 
insulation support.

TYPES SP AND BS

VINYLINK™

SPLICE,
POLYVINYLCHLORIDE-
INSULATED

600 VOLTS, 105°C

The type SP VINYLINK™ is a PVC insulated
seamless butt splice. Type SP VINYLINK™ is
designed to accommodate a broad range of
600 volt cables.

Features and Benefits

• Manufactured from seamless electrolytic
copper tubing.
◊ Provides maximum conductivity and 

tensil strength, in a high quality design
with NO seams to split.

• Funnel entry.
◊ Provides easy wire insertion.

• Electro-tin plated.
◊ Provides durable long lasting 

resistance to corrosion.

DIMENSION (INCHES) WIRE

CATALOG WIRE COLOR BULK L MAX. MAX. INSTALLATION STRIP

NUMBER RANGE CODE CAT NO. INSUL. DIA. TOOLING LENGTH

SP16 22-16 RED BS16 1.00 .145 NON-RATCHET:
Y10-22, Y10D

RATCHET:
MR8-9-1, MR15

1/4"

SP14 16-14 BLUE BS14 1.00 .180 1/4"

SP10 12-10 YELLOW BS10 1.23 .260 21/64"

SMOOTH
ENTRY

COLOR CODED

CRIMP

CRIMP

INSULATION
SUPPORT
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TYPES SN AND 
YSE-HN

INSULINK™

BUTT SPLICE, NYLON-
INSULATED

600 VOLTS MAXIMUM, 
105° MAXIMUM

The type SN INSULINK is a high quality
nylon-insulated butt splice designed to meet
heavy duty application requirements.

Meets the functional requirements of MIL-T-
7928 (ASG) and conforms to the require-
ments of NAS1388.

DIMENSIONS WIRE

CATALOG WIRE COLOR BULK L MAX. MAX. INSTALLATION STRIP

NUMBER RANGE CODE CAT NO. INSUL. DIA. TOOLING LENGTH

SN18 22-18 RED YSE18HN 1.25 .115 PLIER: Y10D
RATCHET:

MR8-85, MR18

15/64"

SN14 16-14 BLUE YSE14HN 1.25 .150 7/32"

SN10 12-10 YELLOW YSE10HN 1.64 .220 3/8"

Features and Benefits

• Manufactured from one-piece tin-plated
seamless copper tubing with an integral
barrel/insulation grip.
◊ Provides maximum tensile strength, plus

excellent cable support and strain relief
and eliminates failures due to vibration.

• Smooth funnel entry.
◊ Provides easy wire insertion.

• Window and transparent color-coded nylon
insulation.
◊ Provides easy visual inspection for proper

wire insertion.

TRANSPARENT WINDOWS
FOR EASY INSPECTION

SEAMLESS ELECTRO-TIN
PLATED SPLICE

INTEGRAL METAL
CABLE SUPPORT
AND STRAIN RELIEF

NYLON
INSULATION

600 VOLT, 105°C
(1000 VOLT, MAX. INSIDE SIGN OR FIXTURE

• Window position locator for full cycle ratch-
et tool crimp.
◊ Provides proper tool/connector alignment

for correct crimp.
• Nylon insulation offers high dielectric

strength and stability in oily enviromental
conditions.
◊ Maintains a high quality connection in

demanding applications.
• The nylon is locked into position.

◊ The connector will not move.

INSULATED SPLICES
Burndy manufactures several designs of insu-
lated butt splices. Each type is designed to
meet specific application requirements and
provide a high quality electrically pre-insulat-
ed splice that is easily installed. The following
features and benefits apply to all Burndy‘s
pre-insulated butt splices.

Features and Benefits

• Manufactured from seamless tubing.
◊ A high quality design with no seams 

to split.
• Pure electrolytic copper.

◊ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.

• Electro-tin plated.
◊ Provides durable long-lasting resistance

to corrosion.

• Positive center wire stops.
◊ Provides for proper depth of 

wire insertion.
• Color-coded in red, blue and yellow.

◊ Provides easy wire size identification.
• Transparent color-coded nylon insulation.

◊ Provides easy visual inspection of 
wire insertion.
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TYPES SNM AND
YSES 

INSULINK™

BUTT SPLICE, NYLON 
INSULATED

MS25181, CLASS 1 SPLICE
300 VOLT 105°C

The type SNM INSULINK is a high quality
nylon insulated butt splice designed to meet
military MS25181, class 1 requirements.

TYPES YSE BOX,
YSE-H BOX, YSE 
AND YSE-H

INSULINK™

600 VOLT, 105°C

The types YSE and YSE-H INSULINKS are
high quality nylon insulated butt splices
designed for splicing aircraft and commercial
flexible cables.

WIRE RANGE WIRE DIMENSIONS WIRE

CATALOG CODE AWG. COLOR BULK L MAX. MAX. INSTALLATION STRIP

NUMBER FIG AIRCRAFT AN CODE CAT NO. INSUL. DIA. TOOLING LENGTH

YSE18H-BOX 1 22-18 RED YSE18H 1.20 .115 Y10D 9/32"

YSE14H-BOX 1 16-14 BLUE YSE14H 1.36 .150 RATCHET: 11/32"

YSE10-BOX 2 12-10 YELLOW YSE10 1.15 .209 MR8-33S-1 23/64"

DIMENSIONS INSTALLATION WIRE

CATALOG WIRE COLOR BULK MS25181 L MAX. TOOLING STRIP

NUMBER RANGE CODE CAT NO. DASH NO. MAX. DIA. INSUL. PLIER Y 10D LENGTH

SNM18 22-18 RED YSES18-1 -1 1.53 .120 RATCHET: MR8-83 OR
MR8-85  MS25037 TOOL

7/32"

7/32"SNM14 16-14 BLUE YSES14-2 -2 1.53 .150

Features and Benefits

• Manufactured from tin plated, seamless
copper tubing with an integral 
barrel/insulation grip.
◊ Provides maximum tensil strength, plus

excellent cable support and strain relief.
• Smooth funnel entry.

◊ Provides easy wire insertion.

Features and Benefits

• Manufactured from tin plated, seamless
electrolitic copper tubing with integral bar-
rel/insulation grip.
◊ Provides maximum conductivity and ten-

sile strength, plus excellent cable support
and strain relief.

• Split heavy wall insulation grip.
◊ Provides stronger insulation grip and

strain relief.
• Smooth funnel entry.

◊ Provides easy wire insertion.
• Transparent nylon insulation.

◊ Permits easy wire inspection.

LOCATOR RING

INSPECTION 
WINDOW

INTEGRAL METAL
INSULATION GRIP
AND STRAIN RELIEF

NYLON
INSULATION

Fig. 1

Fig. 2

600 VOLT 105°C

SEAMLESS

SPLIT HEAVY
WALL INSULATION
GRIP

NYLON
INSULATION

INSPECTION 
WINDOW

FUNNEL
ENTRY

• Transparent nylon insulation.
◊ Permits easy wire inspection.

• External ring locator.
◊ Provides proper tool alignment for 

correct crimp.
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TYPES YSV, YRV-L

HYREDUCER™

REDUCER BUTT SPLICE

The HYREDUCER is a connector for splicing
two different size wires. The larger conductor
is inserted first and butts against the center of
the connector where the smaller barrel
begins. Constructed of pure electrolytic cop-
per tubing for maximum conductivity, tin plat-
ed to resist corrosion, the HYREDUCER
accommodates a wide range of cable sizes.

Dimensional information may be found in
Table 1. Table 2 is a comprehensive tooling
index for these connectors.

BULK TOTAL B BARREL* BB BARREL*
CATALOG WIRE FIG. TOOL TOOL "L"
NUMBER RANGE NO. WIRE SIZE B DIM. INDEX WIRE SIZE BB DIM. INDEX MAX.

YSV1418 22-14 1 20-14 .27 1 22-18 .27 2 .64

YSV1214-G1 16-12 2 12 .31 4 16-14 .27 1 .83

YSV1014-G2 20-10 2 12-10 .31 4 20-14 .27 1 .83

YRV8CV14-L 20-8 3 8 .44 5 20-14 .39 1 t

YRV8CV10-L 12-8 3 8 .44 5 12-10 .53 4 1.18

YRV6CV10-L 12-6 3 6 .50 6 12-10 .53 4 1.28

YRV6CV8C-L 8-6 3 6 .50 6 8 .53 5 1.21

YRV4CV6C-L 6-4 3 4 .50 7 6 .54 6 1.27

1.63YRV2CV6C-L 6-2 3 2 .62 8 6 .51 6

INDEX HAND TOOLS WITH DIES
NUMBER TOOLS Y29NC

1
MR8G98
Y8MRB-1
MR8-9Q†

MR20
-

2
MR8G98
Y8MRB-1
MR8-9Q†

MR20
-

4
MR8G98
Y8MRB-1
MR8-9Q†

MR20
-

5
Y8MRB-1

MY28
MR4C
Y2MR

NEST INDENTOR

DV8L-1* Y29PL

6
MY28
Y2MR
MR4C

DV6L Y29PL

7
MY28
Y2MR
MR4C

DV4L Y19PL

Y29PL8 Y2MR
MY28 DV2L

Fig. 1 Fig. 2 Fig. 3

TABLE 1

TABLE 2

* B and BB dimensions are wire stip lengths.

* For aircraft applications (flexible cables).

TOOL INDEX
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BURCAP TYPE YQE

PIGTAIL SPLICE,
NYLON-INSULATED

Rated at 600 volts for building wire and 1000
volts for fixtures and signs, the BURCAP is
designed to splice a wide range of different
cable sizes.

INSTALLATION TOOLS

DIE SET WIRE

CATALOG TOTAL AREA M8ND STRIP
NUMBER WIRE COMBINATIONS CIRCULAR MILS L B C Y8ND LENGTH

1 #16 & 1 #18 4,205

2 #18 3,250 .76 .30 .24

*RK141-2 500 5,180
.607

(16,4)
.311
(7,9)

.269
(8,6)

*RK142-2 2,400 13,100
.722

(18,3)
.440

(11,2)
.384
(9,8)

YQE-91† N150WT                                 5/16

DIMENSIONS
IN INCHES

22 20 18 16 18 16 14 12

7 1 1

6 1 2 1

5 1 3 1

4 2 1 1

4 1 2 1

3 2 3 1

3 2 1 1

3 1 2 1

2 3 1 1

2 2 2 1

2 1 3 1

1 4 2 2 1

1 2 2

1 1 1 1

4 2 1

3 1 3 1

2 2 4 1

2 1 1 2

1 2 2 2

1 1 3 2

3 2

2 1 3

3

5

RK 141ABOX 100 RK 142ABOX 100

Note: * Convenience Package. For Box Qty Order RK141ABOX100 and RK142ABOX100 Respectively.
† This item is UL Listed
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Type TS QIKTAP™

SELF-TAPPING 
INSULATION DISPLACEMENT
CONNECTORS  (IDC)

The QIKTAP Connector offers a quick and
easy way to make tap-splices, in-line splices,
pass-through connections and pigtail splices.

Features and benefits

• Connector Housing is made of 
polypropylene 2029.
◊ Rated at 94V2 flame retardancy.

• Color-Coded.
◊ Ease of installation.

• Easy Installation-Use ordinary 
channel-lock pliers.
◊ Quick, reliable, pre-insulated 

splices without stripping, twisting 
and/or soldering.

CATALOG
NUMBER

CONDUCTOR
SIZE RANGE

MAX. COND.
INSULATION DIA.

COLOR
CODE

BULK
CAT.#

TS18D* 22-18 STR CU. .140 RED TS18B*

TS14D 16-14 STR.CU. .140 BLUE TS14B

TS10D 12-10 STR CU. .190 YELLOW TS10B

* Not UL Listed

Open the connector.
Make sure the piercing
barb is clear of the 
wire channels.

Insert unstripped wires
in the proper channels
as required for tap,
double-run, in-line 
or pigtail connections.

Close the hinged
cover until it 
locks securely.

Using standard, 
channel-lock pliers,
squeeze the metal 
contact until the top 
is flush with the
connector body.


